Corrosion Resistant Chain

b

www.dinamikzincir.com



Hydro-Service

Renold Hydro-Service chain delivers superior
corrosion resistance, lasting as much as 30
times longer than standard carbon steel in
applications that have to deal with water or
salt spray. It is ideal for wash-down
environments. Hydro-Service chain is also more
economical, and stronger, than stainless steel.

Each component is mechanically treated prior
to assembly to ensure consistent, secure
protection. The surface treatment is free of
hexavalent chrome, complying with legislation
relating to environmental and health & safety
considerations.

Hydro-Service BS Standard - simplex

* Superior corrosion resistance

* Last as much as 30 times longer than
standard carbon steel

* Hexavalent chrome free

* 350 hours corrosion protection during salt
spray tests to DIN 50021

* Cold extruded, solid bush and roller
delivering maximum Renold performance

* Plates and rollers shot peened to our
exact specifications

* Wear and fatigue resistance that delivers
maximum working life

* Lubrication that improves wear performance
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Hydro-Service ANSI Standard - simplex

Dimensions (mm)

25HSC 25-1 0.250 6.350 310 330 5.90 0.76 0.76 19 12 3500 0.12 4
35HSC 351 0375 9.525 4.68 5.08 8.60 129 129 3 59 120 17 7900 035 .’ f % u’ 4
40HsC 40-1 0.500 12.700 785 7.92 1120 155 155 3.97 16.4 il 13900 0.60 / / - / - 4
41HsC 41-1 0.500 12.700 6.35 .77 9.91 130 130 359 145 1 6700 0.42 v 4 o # '4 & v/
50HSC 50-1 0.625 15.875 9.40 10.16 14.60 204 2.04 5.08 204 27 21800 1.00 4 v v o / /Y
60HSC 60-1 0.750 19.050 12.57 1191 17.50 245 245 5.94 53 26 31300 147 v v 4 7 v /<Y
80HSC 80-1 1,000 25.400 15.75 15.88 413 325 325 1.94 7 3.0 55600 280 v v v v < v/ 4
100HsC 1001 1250 31750 18.90 19.05 3017 4.06 4.06 954 39.7 42 87000 420 / 4 / v 4

120HsC 1201 1500 38,100 2523 223 36.20 4.80 480 un 493 53 125000 570 4 / v v/ /

140HSC 1401 1750 44.450 523 2540 nn 5.61 561 nn 529 52 170000 7.80 4 / v v /



Zinc Plated chain

This is a new zinc plating from Renold. Ideal for
applications susceptible to light corrosion, the
new plating has one consistent appearance,
replacing the yellow and blue chromated
versions previously available and delivering
the same high levels of corrosion resistance.

Every component is plated before assembly
and the chain has improved wear resistance
under normal loads due to the new

surface treatment.

Zinc Plated chain BS Standard - simplex

DIT]]EI‘IS\DIWS mm
] Pitch Pitch Inside Roller
No. (inch) (mm) Width Diam
Min Max

581015 068-1 0.375 9.525 572 6.35

581803 08B-1 0,500 12.700 175 851

583109 1081 0.625 15,875 9.65 1016
583620 1281 0.750 19.050 1168 1207
584319 1681 1.000 25.400 17.02 15.88
585187 208-1 1250 31750 19.56 19.05
585466 2481 1500 38.100 2540 2540

ANSI chain available on request

Hexavalent chrome free

250 hours corrosion protection during salt
spray tests to DIN 50021

Cold extruded, solid bush and roller
delivering maximum Renold performance

Plates and rollers shot peened to our
exact specifications

Wear and fatigue resistance that delivers
maximum working life

Lubrication that improves wear performance

Tensile strength is approximately 85% that
of standard carbon steel chain
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8.20 129 15 13
170 155 LSS MS 165 20
14.60 155 155 5.08 188 25
16.00 181 181 512 219 26

21,08 412 310 828 349 22

26.42 462 361
3340 6.10 5.08

1019 39.8 27
1463 526 6.8
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7565
15130
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51000
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Nickel Plated chain

Renold Nickel Plated chain delivers excellent
corrosion protection. Ideal for applications such
as bottling where spillages can lead to
corrosion the specification for this chain is
designed to optimise its performance. Every
modification is made to push the wear and
fatigue resistance to the maximum as well as
delivering corrosion resistance.

Nickel Plated chain BS Standard - simplex

Dimensions (mm)
IS0 Pitch i Roller
No. (mm) i Diam
Max

Pitch
(inch)

550038 068-1 0.375 9.525 572 6.35

550046 088-1 0.500 12.700 175 851

550056 1081 0.625 15,875 9.65 1016
550066 181 0.750 13,050 1168 1207
550088 1681 1,000 25,400 17.0 15.88
550127 2481 1500 38.100 2540 2540
550147 2881 1750 44.450 30.99 27194
550166 3281 2.000 50.800 30.99 2921

Nickel Plated chain ANSI Standard - simplex
Dimensions (mm)

* Hexavalent chrome free

* 400 hours corrosion protection during salt
spray tests to DIN 50021

* Cold extruded, solid bush and roller
delivering maximum Renold performance

* Plates and rollers shot peened to our exact
specifications

* Wear and fatigue resistance that delivers
maximum working life

* Lubrication that improves wear performance

* Tensile strength is approximately 85% that
of standard carbon steel chain
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8.20 125 13
11,70 1.55 J.55 MB 165 20
14,60 155 155 5.08 188 25
16,00 181 131 572 29 26
21,08 412 310 828 349 22
3340 6.10 5.08 1463 52,6 68
37.08 162 635 1590 642 6.8
4229 1 635 1781 634 80
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Stength

7565
15130
18870
24565
51000

136000
170000
212500

Weight
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559043 0,500 12.700 7.85 7.92
559053 m 0.625 15.875 9.40 1016
559063 60-1 0.750 19.050 1257 1191
559083 80-1 1.000 25.400 15.75 15.88
559103 100-1 1.250 31750 18.90 19.05

11.20 155 3.97 16.4

14.60 '2.04 2.04 5.08 204 2.1
17.50 245 245 594 253 26
24.13 325 325 7.94 327 3.0
30.17 4.06 4.06 954 39.7 42
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Stainless Steel chain

Renold Stainless Steel chain is made from high
grades of austenitic rust-proof steel. These
perform extremely well in environments that
are acidic, alkaline, where direct contact with
food is a consideration, where the chain will
be exposed to water, and for very high or very
low temperature locations (-40° to +400°C)
where resistance to corrosion is a requirement.

Renold Stainless Steel chain should be selected
when resistance to chemical action is critical.
It is manufactured using FDA approved
material and is prelubricated with USDA H1
approved lubricant.

Stainless Steel chain BS Standard - simplex
Dimensions (mm)

Roller
Diam

Inside
Width

Min Max Inner Max Stength Min
185118 0.315 5.00 .1 0.76 0.76 15 3200 018
185302 0375 ms 572 635 8.20 129 104 m» 12.5 13 6850 039
181707 0500 12700  7.75 851 1170 155 155 445 165 20 12000 070
180280 0625 15875 9.65 1016 1460 = 155 155 5.08 188 25 14700 | 096
185634 0750 | 19.050 1168 | 1207 1600 | 181 181 Sl 219 26 18640 | 122
187900 1000 25400  17.02 | 1588 2020 370 3.00 828 349 22 43160 270

Stainless Steel chain ANSI Standard - simplex
Dimensions (mm)

All components made from austenitic
rust-proof steel

All components receive surface finishing
to remove stress raisers

Lubrication that improves wear performance

Tensile strength is approximately 65% that
of standard carbon steel chain
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2555 251 0.250 3.10
545351 351 0.375 s.szs 4,68 s._os
545401 401 0500 12700 7.85 792
545501 50-1 0625 15875 9.40 1016
545601 60-1 0.750 19,050 1257 1191
545801 80-1 1000 25400 1575 | 1588

5.90 0.76 0.76 130- 12
8.60 129 129 359 110 17
12 | 155 155 397 164 21
1460 204 204 508 204 27
ws0 | 245 245 594 253 26
23.00 3.00 3.00 794 27 3.0
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Australia
Melbourne (Victoria)

Tel: +61(0) 3 9262 3333
Fax: + 61 (0) 3 9561 8561
e-mail: melsmg@renold.com.au

also at: Sydney, Brisbane, Adelaide, Perth,
Newcastle, Wollongong, Townsville

Austria
Vienna

Tel: +43 (0) 1 330 3484
Fax: + 43 (0) 1 330 3484-5
e-mail: office@renold.at

also at: Budapest (Hungary),
Zlin (Czech Republic)

Belgium
Brussels
Tel: +32(0)2 2011262
Fax: + 32 (0) 2 203 2210
e-mail: info@renold.be

Canada
Brantford (Ontario)

Tel: +1519 756 6118

Fax: +1 519 756 1767
e-mail: inquiry@renoldcanada.com

also at: Montreal

China
Shanghai

Tel: +215046 2696
Fax: + 21 5046 2695
e-mail: sales@renold.cn

France
Seclin

Tel: +33(0) 320 16 29 29
Fax: + 33 (0) 320 16 29 00
e-mail: contact@brampton-renold.com

Germany
Einbeck

Tel: +49(0) 5562 810
Fax: +49 (0) 5562 81130
e-mail: info@renold.de

also at: Bielefeld, Diisseldorf,
Kornwestheim

Malaysia
Selangor Darul Ehsan

Tel: +603-5122 7880
Fax: + 60 3-5122 7881

e-mail: sales@renoldmalaysia.com

also at: Johor Bharu, Ipoh, Penang

Netherlands
Amsterdam

Tel: +31(0)20 6146661
Fax: + 31 (0)20 6146391
e-mail: info@renold.nl

New Zealand
Auckland

Tel: +64 9828 5018
Fax: + 64 9828 5019
e-mail: aksales@renold.co.nz

also at: Christchurch

Philippines
Paranaque City

Tel: +63 2 829 6086
Fax: + 63 2 826 5211

Poland
c/o Einbeck (Germany)

Tel: +48 663 842 487

Russia
Moscow

Tel: + 7 495 645 2250
Fax: + 7 495 645 2251
e-mail: info@renold.ru

Scandinavia
Brgndby (Copenhagen)

Tel: +4543452611
Fax: + 45 43 45 65 92
e-mail: infor@renold.com

Singapore

Tel: +65 6760 2422
Fax: + 65 6760 1507
e-mail: sales@renold.sg

South Africa
Benoni (Johannesburg)

Tel: +27 11 747 9500
Fax: + 27 11 747 9505
e-mail: sales@renold.co.za

also at: Richards Bay,
Port Elizabeth, Cape Town

Spain

Gava (Barcelona)

Tel: + 3493 638 9641
Fax: + 34 93 638 0737
e-mail: spain@renold.com

Switzerland
Diibendorf (Ziirich)

Tel: +41 (0) 44 824 8484
Fax: + 41 (0) 44 824 8411
e-mail: duebendorf@renold.com

also at: Crissier (Lausanne)

UK
Burton upon Trent

Tel: + 44 (0) 1283 512940
Fax: + 44 (0) 1283 512628
e-mail: ukchain@renold.com

USA
Morristown TN

Tel: +18002519012
Fax: + 1423 581 2399
e-mail: sales@renoldjeffrey.com

For other country distributors please contact
Renold UK.

Whilst all reasonable care in compiling the
information contained in this brochure is taken,
no responsibility is accepted for printing errors.

All information contained in this brochure is
subject to change after the date of publication.
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