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SIMPLEX ROLLER CHAINS

European design according to CSN 02 3311, DIN 8187 and ISO 606

k| by k.

150 PICH | INSIDE | ROLLER PIN PIN | CONNECT. | CONNECT. [ INNER INNER QUTER | BEARING | WEIGHT | BREAKING CONNECTING

DIN WOTH | DIAMETER | DIAMETER | LENGHT | PN PIN PLATE PLATE PLATE AREA LDAD ELEMENTS

N LENGHT | LENGHT | WDTH | THICKNESS | THICKNESS

p bl dl d2 b4 k1 k2 h2 m n 5 q FB BIAJE|S|L]|LP|C
min. max. max. | max. | max. | max. | max min.
mm mm mm mm mm mm mm mm mm mm mm* | kg/m N

056-1 800 30 5,00 231 19 915 | 72 08 08 n 019 820 | |- - .
06B-1* | 9525 | 572 635 38 | 124 14 82 12 1 B 04 EEZUIN R I o IR
081 127 33 175 3,66 52 108 99 1 1 1 03 goo | .| - .
08B-1** | 127 775 851 445 | 164 | 194 | 1825 [ 13 16 14 53 | 07 L5 Y IR R I R R
101 15875 | 648 | 1016 508 | 156 17.2 145 16 16 5,05 | 08 B30 .
10B-1%* [ 15875 | 965 | 1016 508 | 187 | 15 | 235 [ M5 16 16 63 | 09 LS (1 I IR SR I (R R
128-1% | 1905 1,68 | 1207 572 | 13| M5 | M 16,1 18 18 8935 | 122 | 345 | .| s | -] - .
16817 | 154 170 | 1588 88 | 33 | 382 370 n 35 3 0617 | 267 | 65000 | - | « || -]- -
*ONLY WITH STRAIGHT PLATES

**ALSO WITH STRAIGHT PLATES (THE WIDTH OF OUTER PLATE CORRESPONDS WITH THE WIDTH OF INNER PLATE - h2)

CONNECTING ELEMENTS ﬁr—-ﬁj
)
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Quality with Tradition

DUPLEX ROLLER CHAINS

European design according to CSN 02 3311, DIN 8187 and ISO 606

kz| bs P, = —F— —— — 1 k,

d; d;
50 PTCH | NSDE | ROLLER PN PIN | CONNECT | CONNECT. | INNRR INNER QUTER | TRANS- | BEARMNG | WHGHT | BREAKING CONNECTING
DN WIDTH | DIAMETER | DIAMETER | LENGHT |  PIN PIN PLATE PLATE PLATE | VR. | AREA )] ELEMENTS
N LENGHT | LENGHT | WIDTH | THICKNBSS | THICKNESS | PTCH
p bl d1 d2 b5 k1 k2 h2 Tl 1 pt 5 q FB BIAJE[S|L|C
min. mas. max | max | max. ma. ma. min.
mm mm mm mm mm mm mm mm mm mm mm | mm kg/m N
05B-2 80 300 5,00 231 | 1355 14,75 7, 080 080 | Sp4 | 2200 | 034 8000
06B-2*+ | 955 572 635 38 | 2265 125 820 120 100 | 1024 | 5600 [ 053 17745
0BB-2** | 127 175 851 445 | 3045 | 3330 | 3215 | 1180 160 140 | 1392 | 0060 | 137 32655
1082 | 15875 965 | 10,16 508 | 3530 | 3810 | 3695 | 1450 160 160 | 1659 | 13460 [ 180 46726
12B-2% | 1905 168 | 1207 572 | 4175 | 4400 | 480 | 1610 180 180 | 1946 | 17870 | 2483 60690
168-2% | 254 700 | 1588 828 | 6730 | 7020 | 6910 | 2100 350 300 | 3188 | 41234 | 530 | 130000

*ONLY WITH STRAIGHT PLATES
**ALSO WITH STRAIGHT PLATES (THE WIDTH OF OUTER PLATE CORRESPONDS WITH THE WIDTH OF INNER PLATE - h2)
+ MIDDLE LINK PLATE HAS ONE SOLID PLATE

CONNECTING ELEMENTS
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TRIPLEX ROLLER CHAINS

European design according to CSN 02 3311, DIN 8187 and ISO 606

kz| bg
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150 PTCH | INSIDE | ROLLER PIN PIN | CONNECT | CONNECT. | INNRR NNER OUTER | TRANS- | BEARING | WEIGHT | BREAKNG CONNECTING
DIN WOTH | DIAMETER | DIAMETER | LENGHT PN PIN PLATE PLATE PLATE VR | AREA L0AD ELEMENTS
on LENGHT. | LENGHT | WDTH | THICKNESS | THICKNESS | PTCH
p bl di d2 bé k1 k2 h2 1 1 pt 5 q FB BIAIE|S|L]C
min. max. max. max. max. max. max. min.
mm mm mm mm mm mm mm mm mm mm mm | mm | kg/m N
06B3*+ | 9525 72 635 328 3290 34,55 820 1.0 1,00 1024 | 8400 | 112 | 26145
08B-3* | 127 175 851 445 M5 | 4720 | 4620 | 1180 160 140 1392 | 15080 | 204 | 46725
108-3* | 15875 | 965 | 1076 5,08 5090 | 5470 | 5355 | 1450 160 1,60 1659 | 20190 | 270 70035
1283 | 1905 | 1168 | 1207 572 615 | 6350 | &340 | 1610 180 180 1946 | 26805 | 362 | 91035 .
168-3% | 54 | 1702 | 1588 828 59,10 | 10200 | 10080 | 2100 350 3,00 3188 | 61850 | 793 | 195000

*ONLY WITH STRAIGHT PLATES

**ALSO WITH STRAIGHT PLATES (THE WIDTH OF OUTER PLATE CORRESPONDS WITH THE WIDTH OF INNER PLATE - h2 )

+ MIDDLE LINK PLATE CONTAINS ONE SOLID PLATE
IN CASE OF REQUEST IS POSSIBLE TO PRODUCE ALSO 4, 5, 6, ROW CHAINS

CONNECTING ELEMENTS
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