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The iwis brand world

We always keep the diversity of customer requirements in focus
and strive to keep things moving worldwide with outstanding
brands, innovative product developments and first-class design
solutions individually tailored to the needs of our customers.
The product brand Eurochain (EC) offers a specially coordinated
product range at an excellent price-performance ratio for a wide
variety of applications.

Highlights

EC roller chains have significantly improved fatigue strength
and breaking strength values that surpass the minimum
requirements of standard DIN 1SO 606.

All EC chains are subject to quality control, continuous
testing and improvement in accordance with the high
standards of ISO 9001.

Guaranteed high quality for the entire EC product range.
Rapid Service for standard roller chains: delivery possible
from stock at short notice within 24 hours.

Roller chains with attachments: adaptation and customized
manufacturing also possible at short notice. Roller chains
with bent attachments, straight attachments and extended
pins can be individually made to customer requirements at
our Competence Center in Wilnsdorf.

High flexibility and availability

EC specifications

EC bushes are absolutely cylindrical and mostly seamless,
depending on chain type. Special wound versions also
available.

EC chain plates have optimized dimensions, are precisely
formed, hardened and tempered for greater durability.
The plates are also blue-annealed.

EC pins have a smooth, high-strength wear-optimized
surface.

EC rollers are manufactured as seamless solid cylinders;

a special surface treatment process ensures high wear
resistance.

Clearly defined grades of heat-treated and case-hardened
steel alloys are used for all chain components.

Initial lubricant is EL-4

Various initial lubricants are possible, depending on
application requirements.

Pair-matched chains of equal length can also be supplied.

Product overview

British and ANSI standard roller chains

Nickel-plated roller chain versions

Roller chains with straight attachments

Roller chains with narrow bent and straight attachments
Roller chains with wide bent and straight attachments
Roller chains with extended pins

Side bow chains

Push-pull (anti-backbend) chains on request
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Pitch p < S nner link Outer link
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9 & & § /) T/ )/ I/ T/ o/ T/ T/ TS/ Eo /T /Ko <
044 EC-4-M 6.00 = 3,100 3,000 0.076 0.11 2.80 | 415 5.00 ‘ 7.40 103 4.00 1.85 = 40001782
06B-1 EC6-M! 9.525 3/8 10,400 8,900 0.28 0.39 5.72 ‘ 8.53 826 . 13.5 16.8 6.35 3.28 - 40007269
06B-2 EC6-D! 9.525 3/8 18,000 @ 16,900 0.56 0.75 5.72 | 8.53 8.26 ‘ 23.8 271 6.35 3.28 10.24 40007877
06B-3 EC6T! 9.525 3/8 25,500 | 24,900 0.84 1.10 5.72 | 8.53 8.26 . 34.0 37.3 6.35 3.28 10.24 40007732
08B-1 EC-8-M 12.70 1/2 19,600 = 17,800 0.5 0.66 7.75 ‘ 11.30 | 11.81 ‘ 17.0 20.9 8.51 445 = 40007270
08B-2 ECB-D 12.70 1/2 38,500 | 31,100 1.01 1.29 7.75 | 11.30 11.81 31.0 34.9 8.51 4.45 13.92 40007881
08B-3 ECBT 12.70 1/2 50,000 | 44,500 1.51 1.91 7.75 ‘ 1130 [ 10:8% ‘ 44.9 48.8 8.51 4.45 13.92 40007883
10B-1 ECG10-M 15.875 5/8 26,800 | 22,200 0.67 0.91 9.65 | 13.28 14.73 19.6 237 10.16 5.08 = 40007271
10B-2 ECG10-D 15.875 5/8 54,000 | 44,500 1.35 1.79 9.65 I 13.28 | 14.73 ‘ 36.2 40.3 10.16 5.08 16.59 40007886
10B-3 ECG10T 15.875 5/8 79,500 | 66,700 2.02 272 9.65 ‘ 13.28 14.73 52.8 56.9 10.16 5.08 16.59 40007888
12B1 EG12-M 19.05 3/4 32,000 @ 28,900 0.89 115 11.68 | 15.62 | 16.13 ‘ 2.7 273 12.07 5.72 - 40007272
12 B-1-V | EC-12-M-V? 19.05 3/4 41,100 | 40,000 1.15 1.47 11.68 ‘ 20.10 1613 | 26.15 I 28.05 12.07 5.72 = 40000880
12B-2 EC12-D 19.05 314 66,600 57,800 1.78 2.29 11.68 i 15.62 | 16.13 ‘ 42.2 46.8 12.07 572 19.46 40007890
12B-3 EG12T 19.05 3/4 97,000 | 86,700 2.68 3.46 11.68 ‘ 15.62 16.13 61.7 66.3 12.07 5.72 19.46 40007892
! Only with straight side plates *a=conn. link with spring clip 7 Heawy version * Chain is no longer listed in 1SO 606:2015
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Pitch p - e nner link Outer link
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16B-1 EC16-M 25.40 1 75,000 60,000 211 2.68 17.02 25.45 41.5 15.88 8.28 = 40007273
16B-2 EC16-D 25.40 1 144,000 | 106,000 42 5.30 17.02 25.45 73.4 15.88 8.28 31.88 40007895
16B-3 EG16T 25.40 1 191,000 160,000 6.32 7.93 17.02 25.45 21.08 | 99.9 1053 15.88 8.28 31.88 40007370
20B-1 EC20-M 31.75 11/4 108,000 95,000 2.96 3.72 19.56 29.01 26.42 43.2 49.3 19.05 10.19 = 40005137
20B-2 | ECG20D 3175 | 11/4 210,000 170,000 5.91 7.56 19.56 | 29.01 ‘ 26.42 ‘ 79.7 85.8 19.05 | 10.19 = 36.45 = 40005392
20B-3 EG20T 31.75 11/4 299,000 250,000 8.87 11.13 19.56 29.01 26.42 116.1 1222 19.05 10.19 36.45 40005207
24B-1 EC24-M 38.10 11/2 176,000 160,000 5.55 6.97 25.40 37.92 334 ‘ 53.4 60.0 25.40 14.63 = 40005206
24B-2 EG24-D 38.10 11/2 315,000 280,000 111 13.81 25.40 37.92 33.4 101.8 108.4 25.40 14.63 48.36 40005210
24B-3 EC24T 38.10 11/2  4B0,000 425,000 16.64 20.58 25.40 37.92 334 | 150.2 156.8 25.40 14.63 48.36 40005212
28 B-1 ECG28-M 44,45 13/4 225,000 200,000 7.40 9.09 30.99 46.58 37.08 65.1 725 27.94 15.90 = 40006055
32B1 ECG-32-M 50.80 2 270,000 = 250,000 @ 8.12 9.37 30.99 | 4557 | 4229 | 67.4 75.3 29.21 | 17.81 = 40005133
32B-2 | EC32D 50.80 2 510,000 | 450,000 @ 16.23 | 18.47 | 30.99 | 4557 | 4229 | 126.0 | 133.9 | 29.21 | 17.81 @ 58.55 40005214
32B-3 | EG32T 50.80 2 720,000 | 670,000 | 24.35 | 27.79 | 30.99 | 4557 | 42.29 ‘ 1845 | 1924 | 29.21 | 17.81 = 5855 40006058
@ = conn. link with spring clip
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E‘l’l‘f\olﬁ@) Roller chains with straight side plates
powereatyiwis  aCCOrding to 1ISO 606 (DIN 8187), British standard

Pitch p

& : s /&
& & § &6 -§<f: q?ﬂ'g-«:g
0681 | EG6-MGL 9525 ‘ 38 | 800 | 028 | 039 | 572 | 853 ‘ 826 | 135 | 168 | 635 | 328 — 40007269
0682 | EG6-DEL 9525 | 38 | 16900 | 056 | 075 | 572 | 853 | 826 | 238 | 271 | 635 ‘ 328 | 1024 | 40007877
068-3 ECG6-TGL 9.525 ‘ 3/8 24,900 0.84 1.10 572 8.53 | 8.26 34.0 37.3 6.35 | 3.28 10.24 40007732
0881 ECG8-MGL 12.70 . 1/2 17,800 0.5 0.74 7.75 11.30 11.81 17.0 20.9 8.51 | 4.45 - 40007880
08B-2 ECG8-D GL . 12.70 ‘ 1/2 31,100 . 1.01 1.45 .75 . 11.30 ‘ 11.81 31.0 34.9 . 8.51 4.45 13.92 40007882
08B-3 EC-8-TGL . 12.70 . 1/2 44,500 1.51 215 7.75 11.30 | 11.81 44,9 4B8.8 8.51 4.45 13.92 40007884
10B-1 EC-10-M GL 15.875 ‘ 5/8 22,200 0.67 1.01 9.65 13.28 ‘ 1473 19.6 237 10.16 ‘ 5.08 = 40007885
10 B-2 EC-10-DGL : 15.875 5/8 44,500 1.35 2.04 9.65 . 13.28 14.73 36.2 40.3 10.16 5.08 16.59 40007887
10 B-3 EC-10-TGL I 15.875 | 5/8 66,700 2.02 3.06 9.65 13.28 | 1473 52.8 56.9 10.16 5.08 16.59 40008111
12 B1 EC-12-MGL : 19.05 3/4 28,900 0.89 1.27 11.68 15.62 16.13 22.7 27.3 12.07 ‘ 5.72 = 40007889
12 B-2 EC-12-DGL | 19.05 ! 3/4 57,800 1.78 2.51 11.68 15.62 ‘ 16.13 43.2 46.8 12.07 5.72 19.46 40007891
12 B-3 EC-12-TGL 19.05 3/4 86,700 2.68 3.48 11.68 15.62 16.13 61.7 66.3 12.07 5.72 19.46 40007893
16 B-1 EC-16-MGL | 25.40 | 1 60,000 : 211 2.84 17.02 : 25.45 ‘ 21.08 36.1 41.5 15.88 8.28 === 40007894
16 B-2 EC-16-D GL 25.40 1 106,000 4.1 5.59 17.02 25.45 21.08 68.0 73.4 15.88 8.28 31.88 40007896
16 B-3 EC-16-TGL . 25.40 | 1 160,000 6.32 8.38 17.02 25.45 | 21.08 99.9 1053 15.88 8.28 31.88 40008112
081 EC20MGL | 3175 1ys | 95000 | 296 | 421 | 1956 | 2901 | 2642 | 432 | 493 | 1905 | 1019 | - | 40004229
082 | EC0DGL | 3175 ‘ 11/6 | 170000 | 591 | 834 | 1956 | 2901 ‘ %42 | 797 | 858 | 1905 ‘ 1019 | 3645 40006045
24B1 EC-24-M GL I 38.10 11/2 160,000 5.55 7.43 25.40 37.92 ; 33.4 53.4 60.0 25.40 | 1463 = 40006048
24 B-2 EC-24-D GL I 38.10 ‘ 11/2 | 280,000 111 14.74 25.40 . 37.92 ‘ 33.4 101.8 108.4 25.40 ‘ 14.63 48.36 40006051
|

32B-1 EC-32-M GL 50.80 I 2 250,000 8.12 10.00 30.99 . 45.57 42,29 67.4 753 9.1 17.81 4 40004554

23 = conn. link with spring clip
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Roller chains — nickel-plated series

based on ECroller chains according to ISO 606 (DIN 8187)
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Pitchp < y Inner link Quterlink ; /
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06B-1 ‘ EC-6-M! 9.525 | 3/8 8,900 ‘ 0.28 0.39 5.72 8.53 ‘ 8.26 ‘ 13.5 16.8 6.35 3.28 — 40006110
D6B-2 EC-6-D! 9.525 3/8 16,900 0.56 0.75 5.72 8.53 8.26 23.8 271 6.35 3.28 10.24 40007072
08B-1 | EC-8-M 12.70 | 1/2 17,800 0.5 0.66 7.75 11.30 | 11.81 17.0 20.9 8.51 4.45 = 40006111
08B-2 EC-8-D 12.70 1/2 31,100 | 1.01 1.29 7.75 11.30 11.81 31.0 34.9 8.51 4.45 13.92 40006112
10 B-1 ‘ EC-10-M 15.875 ‘ 5/8 22,200 0.67 0.91 9.65 13.28 ‘ 14.73 19.6 237 10.16 5.08 = 40006115
10 B-2 | EC-10-D 15.875 5/8 44,500 1.35 1.79 9.65 13.28 14.73 36.2 40.3 10.16 5.08 16.59 40006116
12 B-1 ‘ EC-12-M 19.05 ‘ 3/4 28,900 0.89 1.15 11.68 15.62 ‘ 16.13 22.7 27.3 12.07 5.72 = 40006118
12B-2 EC-12-D 19.05 3/4 57,800 1.78 229 11.68 15.62 16.13 | 42.2 46.8 12.07 5.72 19.46 40006117
16 B-1 ‘ EC-16-M 25.40 ‘ 1 60,000 211 2.68 17.02 25.45 ‘ 21.08 ‘ 36.1 41.5 15.88 8.28 31.88 40006119
16B-2 EC-16-D 25.40 1 106,000 421 5.30 17.02 25.45 21.08 68.0 73.4 15.88 8.28 31.88 40006122
2081 ‘ EC-20-M 31.75 | 11/4 | 95,000 2.96 3.72 19.56 29.01 ‘ 26.42 43.2 49.3 19.05 10,19 36.45 40005742
20B-2 EC-20-D 31.75 . 11/4 | 170,000 5.91 7.56 19.56 29.01 26.42 79.7 85.8 19.05 10.19 36.45 40005746
24 B-1 ‘ EC-24-M 38.10 | 11/2 | 160,000 5.55 6.97 25.40 37.92 ‘ 33.4 53.4 60.0 25.40 1463 48.36
24 B-2 EC-24-D 38.10 I 11/2 | 280,000 11.1 13.81 25.40 37.92 33.4 ‘ 101.8 108.4 25.40 14.63 48.36 40005753
! Only with straight side plates *a = conn. link with spring clip
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IElllwﬁ® Roller chains with straight side plates — nickel-plated series

AN according to 1SO 606 (DIN 8187)

Pitch p /

.Qc;' *S’Qg
08B-1 ECBM 12.70 ‘ 1/2 ‘ 17,800 ‘ o7 | 775 | 130 | 1ms | 170 20.9 B.51 4.45 = 40010824
08B2 | EC8D | 1270 | w2 | 31100 | 145 775 | 1130 | 1181 | 310 349 8.51 445 | 13.92 | 40010827
10B1 | EC10M | 15875 | 5/8 | 22,200 | 101 | 965 | 1328 | 1473 | 196 237 | 1016 | 508 - 40010825
10B2 | EC10D | 15875 | 5/8 | 44500 | 204 965 | 1328 | 1473 | 362 403 | 1016 = 508 | 1659 40010828
1281 | Ec12m 1905 | 34 | 28900 ‘ 127 | 1188 | 1562 | 1613 | 227 273 | 1207 | 572 - 40010826
12B2 | EC12D ‘ 1905 | 3/4 | 57,800 | 251 | 1168 | 15.62 | 1613 | 422 468 | 1207 | 572 | 19.46 40010829

23 =conn. link with spring clip
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E‘}'I'E\olﬁ@) Roller chains with extended pins
powereatyivis Dased on EC roller chains according to ISO 606 (DIN 8187)

Pitch p = Inner link y Pin length / Pinextension length
= Q‘?\:‘M o~ i,
= 5 s /8a .2 /& / 2 2 &
= £ o = A o o g . 238 25 & S &
¢ o & § /sS/ 8/ 8/ &8 r/Ee ) & & & & & &
& 8 & f /& / o/ Fn/EE Sy . S & & 2 Q
06 B-1 EC-6-M1 9.525 3/8 8,900 572 8.53 8.26 3.28 635 13.5 23.8 34.0 12.2 = =
(7]
®
08 B-1 EC-8-M 12.70 1/2 17,800 7.75 11.30 11.81 4.45 8.51 17.0 31.0 44.9 15.5 29.6 153 5
=
10 B-1 ECG10-M 15.875 5/8 22,200 9.65 13.28 1473 5.08 10.16 19.6 36.2 52.8 18.5 35.0 18.2 ﬁ
[1+]
12 B1 ECG12-M 19.05 3/4 28,900 11.68 15.62 16.13 572 12.07 22.7 432.2 61.7 215 41.2 21.4 %
£
16 B-1 ECG16-M 25.40 1 60,000 17.02 25.45 21.08 8.28 15.88 36.1 68.0 99.9 34.5 65.2 33.7 E
£
! Only with straight side plates 1]
S
o
4 il 3
L 1L 1L 1 m
L 1L i I 1
e 5 e 1 +-- 58|
L — 1L L 1
_N] _'-] dl
d, d, d,
® - L ]
Eﬂm Roller chains with U-shaped attachments
swereatymis  Dased on EC roller chains ISO 606 (DIN 8187)
with U-shaped attachments: 3030.2 and 3030.9
Article No.
&
F 3 & 3
$ & § 8 &
X ) @ & > 2 & & & iy
< ki / IS S S S TS
§ &/ & /) of & S & & b &S
EC-8-M 12.70 19.5 22.0 83 4.48 14.5 4.0 13 40003131 40003125
ECG8-D 12.70 33.5 35.9 8.3 4.48 28.4 4.0 13 40003442 40003127
ECG10-M 15.875 219 24.0 105 5.15 16.4 25 13 40003132 40003128
ECG10-D 15.875 389 40.8 10.5 5.15 33.0 2.5 13 40003443 40003445
ECG12-M | 19.05 259 27.7 . 13.0 5.79 19.0 8.0 1.8 40003134 40003129
ECG12-D 19.05 45.4 47.5 | 12.0 5.79 39.0 | 7.5 18 40003444 40003447
ECG16-M 25.40 393 40.9 15.4 8.40 30.0 ‘ 6.0 1.8 40003135 40003130

CHAIN WIDTH No. 3030.2 with standard attachment hole No. 3030.9 with rubber cover

AP i
_ 1 =
U-shaped attachments are i {p === b e
mounted between inner and outer [ 4 s E -
plates. The chain width increases T T _J -
therefore in comparison to stand- ;@2 -$- = ﬁ? Q} =
ard chains. : } '

Cover material: elastomer, hardness 60-65 shore, acidresisting, non-abrasive, temy ure up to 90 °C, heat-resistant, colour white

9
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EURﬂh@@’ Roller chains with narrow bent and straight attachment plates

DcﬂvﬂwAla!iwis based on EC roller chains according to ISO 606 (DIN 8187)

Pitchp = Inner link Dimensions of attachments?
S h‘-‘g s FR £a
8 /) & /&/8/sS/E5/88/88/88/ /&) E/E/5/E/E/ €

06B-1 | EC6M: 9525 | 3/8 | s.smi 572 | 853 | 826 | 635 9 | 138 | 65 3.5 93 17 | 8 13
08 B-1 EC-8-M 12.70 1/2 17,800 . 775 11.30 11.81 8.51 14.7 20.3 10 4.5 129 18.5 12.5 1.3

10 B-1 EC-10-M 15.875 5/8 22,200 ‘ 0.65 13.28 14.73 10.16 17.2 | 26.7 10 5.5 16.9 26.4 15 1.6
12 B1 EC-12-M 19.05 3/4 28,900 11.68 15.62 16.13 12.07 18.7 29 11 6.6 19.2 29.5 18.5 1.8

16 B-1 . EC-16-M 25.40 1 60,000 ‘ 17.02 . 25.45 21.08 15.88 28.6 ‘ 41.5 . 18 9 28.7 41.6 . 25 . 31

! Only with straight side plates ble on request

A f

Bent attachment plate on one side 9 e
EC2020.1 1r'—p—1 d -
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Bent attachment plates on both sides 2
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E‘}'I'E\olﬁ@) Roller chains with wide bent and straight attachment plates
powereatyivis Dased on EC roller chains according to ISO 606 (DIN 8187)

Dimensions of attachments?

r:.S:‘E_‘t
&
& ™ 2 - - o~ S >
C o o § & &/ & & 2 &
S & /8 S/ /E&/E/E/E/E
0681 | EC6-M: 9.525 ‘ 3/8 32 | 103 | 137 952 | 92 | 182 | 13
08B-1 EC-8-M 12.70 1/2 17,800 7.75 11.30 11.81 8.51 20.3 10 4.5 12.9 18.5 12.7 14.7 243 13
10B-1 EG10-M 15.875 ‘ 5/8 22,200 9.65 13.28 1473 10.16 26.7 | 10 5.5 16.9 26.4 15.9 172 20.0 16
12B-1 EG12-M 19.05 3/4 28,900 11.68 15.62 16.13 12.07 29 11 6.6 19.2 295 19.1 18.7 33.2 1.8
16B-1 EG16-M 25.40 ‘ 1 60,000 17.02 25.45 21.08 15.88 41.3 ‘ 18 9.0 28.7 41.6 254 28.4 45.6 3.1

" Only with straight side plates - other dimensions are available on request

Roller chains with attachments

A 2 f
Bent attachment plate on one side 3
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Bent attachment plate on both sides
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Roller chains ANSI
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according to ISO 606 (DIN 8188), ANSI standard

Pitchp = s ner link Outerlink
-~ o S 5 ;
S S & & & ¢ &/ &
3 S P 5 & g W o ~ /S8 S5/ s /&
By « /% [ Y9 /ES/ S/ T5/ T/ s/ SF /8 &
S & § S IR ST/ ES ) ES /S ST S/ ST EE &
£ < &£ =3 54 = g By g 4, LT oy g o/ T/ v e/ T
08A1 | ANSI401 EC-8-M-A 1270 | 1/2 | 17,600 ‘ 13,900 | 0.60 | 7.85 | 1207 178 71 7.92 | 3.98 - 40005625
10A1 | ANSI501 EC-10-M-A 15.875 | 5/8 ‘ 28,000 | 21,800 | 1.01 | 9.4 | 1509 @ 218 = 25 1016  5.09 e 40006189
10A1 | ANSI50-1 EC10-MAGL = 15875 | 5/8 | 28,000 ‘ 21,800 | 101 | 94 | 1509 | 218 @ 25 | 1016 5.09 - 40004763
1241 ANSI60-1 EC-12-M-A 1905 | 3/4 | 39,000 | 31300 | 142 | 1257 | 1810 | 269 | 31 | 1191 5.9 = 40005635
12AH1  ANSI60-TH | EC12-MAH 1905 | 3/4 | 44,000 ‘ 31,300 | 172 | 1257 1810 | 302 | 348 1191  5.9% = 40005802
16A-1 | ANSIB0-1 EC-16-M-A” 25.40 1| 64000 | 55,600 | 263 | 1575 | 2613 | 335 = 38 | 1588 7.9 - 40005641
16A1 | ANSIB01 EC16-MAGL | 25.40 1| 64,000 ‘ 55,600 | 263 | 1575 | 2413 | 335 | 38 | 1588 | 7.94 5 40005519
16AH-1 | ANSIBO-TH | EC-16-M-AH? | 25.40 1 | 81,500 | 55600 | 3.08 | 1575 | 2413 | 37.4 | 428 | 1588  7.94 - 40005807
08A2  ANSI402 EC-8D-A 1270 | 1/2 | 35000 | 27,800 @ 118 | 785 | 1207 323 | 362 | 7.92  3.98 | 1438 40005646
10A2 | ANSI50-2 EC-10-D-A 15575 | 5/8 ‘ 54,000 | 43,600 | 199 | 9.4 | 1500 @ 399 | 4 1016 500 | 1811 | 40005651
12A2  ANSI602 EC-12-D-A 1905 | 3/4 | 78,000 ‘ 62,600 | 2.90 | 1257 1810 | 498 | 544 1191 596 | 2278 | 40005656
16A-2 | ANSI80-2 EC-16-D-A 25.40 1 ‘135,00()' 111,200 | 521 | 1575 | 2413 | 627 | 681 | 1588  7.94 | 2929 | 40005661
a=conn. link with spring clip 7 Heavy version
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08B-1  ECBMSB | 127 | 1/2 168 | 17.8 9.500‘ 1,800 | 065 350 B,S,A 40002901

CHAIN COMPONENTS AND CONNECTING LINKS [
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Nr. 2 Inner links Nr. 4 Connecting link with — Nr. 8 Outer link
Standard designation B split pin fasting Standard Standard designation A
designation S -
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