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Un’ imitazione rimane sempre e comunque un’ imitazione,
I'originale racchiude in sé il passato, il presente ed il futuro.
Creiamo affidabilita nel tempo e quindi convenienza...
.... spesso imitati ma mai eguagliati!
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TOP SELLERS CATALOGUE

Specialisti nella tensione e protezione delle tue trasmissioni.

Dal 7979 la famiglia Sassi & simbolo della progettazione e produzione di prodotti
dedicati alla tensionatura e cura delle trasmissioni in Italia e nel Mondo.
Da allora, continua ad evolversi ed innovarsi mantenendo la sua linea classica
di altissima qualita ed offrendo un servizio a 360°, progettazione, produzione,
consulenza tecnica fino alla consegna sempre pronta.
Nei primi anni novanta, anche denominata PMZ-SASSI, la nostra azienda
vanta svariati brevetti, da sempre nel campo della meccanica, primi in ltalia
e terzi al Mondo nella costruzione e progettazione di sistemi di tensionatura di
trasmissioni per macchine industriali in genere, presenta in questo catalogo le
varie gamme di tenditori, tendicatena, tendicinghia.
Tutti questi prodotti sono costruiti direttamente in Italia nella storica Torneria
della famiglia Sassi dove vengono anche progettate e costruite macchine e
attrezzature industriali. Vantiamo quindi un esperienza di oltre 40 anni nelle
costruzioni meccaniche in genere.
La versatilita e I'altissima qualita dei nostri prodotti ci distingue da sempre sul
mercato, infatti grazie ai nostri vasti magazzini possiamo evadere gli ordini di
qualsiasi quantitativo in meno di 12 ore dal ricevimento dell'ordine.
Costruendo direttamente ed avendo fornitori Italiani di materie prime, abbiamo
la possibilitd di modificare ad-hoc i prodotti a catalogo oppure di crearne dei
nuovi su misura per ogni esigenza, con un elevatissimo controllo qualita.
Ci teniamo nel farvi notare che qui troverete solo materiale ORIGINALE
ZETASASSI® Made in Italy nato dalle nostre idee e sviluppato insieme a voi,
infatti tutti i nostri prodotti presentano il marchio ZETASASSI® sinonimo di
qualita, durata e assistenza. L'eccellenza Italiana sempre al tuo fianco e al tuo
servizio. ..
Un" imitazione rimane sempre e comungue un’ imitazione,
I’originale racchiude in se il passato, il presente ed il futuro.
Creiamo affidabilita nel tempo e quindi convenienza. ..
.... spesso imitati ma mai eguagliati!

In questo catalogo sono presenti solo alcuni dei
nostri prodotti piu venduti e conosciuti sul mercato.
Per vedere la gamma completa di prodotti, varianti
ed accessori, richiedete il nostro catalogo generale
oppure visitate il nostro portale B2B
www.zetasassi.com

Altri prodotti non presenti in questo catalogo
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' CATALOGO DEI PIU VENDUTI

ZETASASSI®
Authentic Maker since1979
Made in Italy

Specialists in tensioning and protecting your transmissions.

Since 1979 the name Sassi has symbolized design and manufacture of products
devoted to tensioning and protecting transmissions in Italy and throughout the
World.
Since then, it has continued to grow and innovate, maintaining its classical line
of the highest quality and offering a complete range of services from design
and production through technical assistance all the way to prompt delivery at
all times.
Early in the 90s the company name became PMZ-SASSI, and it held many
patents in the mechanical field. We are the first in Italy and third worldwide
in the construction and design of tensioning systems for the transmissions of
industrial machines in general. In this catalogue we present the various lines of
tensioners, chain tensioners, belt tensioners.
All these products are manufactured directly in Italy in the original lathe shop
owned by the Sassi family, where industrial machinery and equipment are
designed and produced. We are proud to claim over 40 years' experience in
mechanical constructions.
The versatility and high quality of our products has always distinguished us on
the market and it is thanks to our vast warehouses that we are able to fill orders
for any quantity in less than 12 hours from receipt of the order.
As direct manufacturers, and having our raw material suppliers in Italy, we can
alter products in the catalogue to meet special requests or create new ones to
measure for every need, with very high quality control.
We feel itis important to stress that you will find here only ORIGINAL ZETASASSI®
material Made in Italy created from our ideas and developed together with you.
Indeed, all our products are branded ZETASASSI®, and that is synonymous
with quality, long life and service. Italian excellence always at your side and at
your service
An imitation is never anything but an imitation,
the original contains the past, the present and the future.
We create reliability that lasts and means savings ...
... Often imitated but never equalled!

In this catalog there are only some of our best-selling
and well known products in the market.
To see the full range of products, variants and acces-
sories, ask for our general catalog or visit our B2B
portal.

www.zetasassi.com

Other products not in this catalog
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®

Tendicatena automatici lineari a molla
T0-05 DP1 costituiti da una base in materiale
plastico PA66+Bisolfuro di  molibdeno
antigrippaggio, che permette il perfetto
scorrimento dei perni zincati in acciaio ad
alta resistenza, dove viene fissata la testa o
pattino tendicatena in polietilene 1°000°000
UHMW.

TO-05 DP1 automatic linear spring-action
chain tensioners consisting of a base in
PA66+Molibden disulfide antiseize plastic
that ensures perfect glide on high tensile
strength galvanized steel rods, to which the
chain tensioning head or shoe in polyethylene
1,000,000 UHMW is fastened.

AUTOMATIC LINEAR CHAIN TENSIONER TO05-DP1 TYPE

ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h
TENDICATENA LINEARE AUTOMATICO TIPO TO05-DP1

ZETASASSI®
Authentic Maker since1979
Made in Italy

code
oval round

TO05DP10U TO05DP1TU
TO05DP1038S TO05DP1T38S
TO05DP1038D TO05DP1T38D

TO05DP1T38T
TO05DP1012S TO05DP1T12S
T005DP1012D TO05DP1T12D

TO05DP1T12T
TO05DP1058S TO05DP1T58S
TO05DP1058D TO05DP1T58D

TO05DP1T58T

WZeTasassy

®

Tendicatena automatici lineari a molla
TO08 costituiti da una base in una
speciale lega di alluminio robustissima
con un carico di rottura di 440MPa, ed
antigrippaggio, che permette il perfetto
scorrimento dei perni zincati in acciaio
ad alta resistenza, dove viene fissata la
testa o pattino tendicatena in polietilene
1'000°000 UHMW.

TO08 automatic linear spring-action
chain tensioners consisting of a base in
special, very sturdy, antiseize aluminium
alloy with tensile strength of 440MPa
that ensures perfect glide on high
tensile strength galvanized steel rods,
to which the chain tensioning head or
shoe in polyethylene 1,000,000 UHMW
is fastened.

code

oval round
TO080U TO08TU
T008038S T008T38S
T008038D T008T38D
T008012S T008T12S
T008012D TO08T12D
T008058S T008T58S
T008058D TO08T58D
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i Versione con perni di scorrimento, molle e
! particolari di montaggio in acciaio inox AlSI 304.
- 45| © (-] o Version with stud bolts, springs and all the setting
{_:_'_'— gt | [~ updevices made of stainless steel AISI 304.
— 80— —-laS—— ( code + inox es.= TOO5DP1038SINOX )
-5~
Newton chain B Kg.
95-190 < 1/2” x 5/16” 20 0,18
95-190 3/8" x 7/32" 06B1 20 0,18
95-190 3/8" x 7/32" 06B2 20 0,18
130-250 3/8" x 7/32" 06B3 26 0,20
95-190 1/2" x 5/16” 08B1 20 0,18
95-190 1/2" x 5/16” 08B2 20 0,19
130-250 1/2" x 5/16” 08B3 345 0,21
95-190 5/8”" x 3/8” 10B1 20 0,18
95-190 5/8" x 3/8" 10B2 25 0,19
130-250 5/8" x 3/8” 10B3 41,5 0,22
ZETASASSI®
AUTOMATIC LINEAR CHAIN TENSIONER TO08 TYPE Made in ltaly
RIGOE, | NEWTON NEWTON 3
RE0— j‘J— R3S r %43- a1 T Y
round i :L I U
A I o B e e U 'l oes_p Eg
do L g Y e
(7 : } 24 21
am Tt =g k
22 |
‘ 1 | 52
12 T ; 72 \Versione con perni di scorrimento, molle
? I < i e particolari di montaggio in acciaio inox
22 42 ! AISI 304.
= S a l L Version with stud bolts, springs and all
L J { 2 5\ the setting up devices made of stainless
. —= | =—865 il nild teel AISI 304.
Mod. dep. - Pat. pending a0 | S
s —p4— ( code + inox es.= TO0B038SINOX )
Newton chain B LGB
130-250 < 1/2” x 516" 20 0,28
130-250 3/8" x 7/32" 06B1 20 0,28
130-250 3/8" x 7/32" 06B2 20 0,28
130-250 1/2" x 5/16” 08Bt 20 0,28
130-250 1/2" x 5/16" 08B2 20 0,28
130-250 5/8" x 3/8” 10B1 20 0,28
130-250 5/8" x 3/8” 10B2 25 0,29

Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com
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'8 ZETASASSI®

TENDICATENA LINEARE AUTOMATICO TIPO TO R ke ot
AUTOMATIC LINEAR CHAIN TENSIONER TO TYPE Made in ltaly

Tendicatena automatici lineari a molla TO 1 . — B
costituiti da una base in una speciale lega Rt B " i PR Rt 2\ NEWTLH B ~ B 16
di alluminio robustissima con un carico di T-—
rottura di _440MPa, ed an’gigrippaggi_o, cheT oval round : U
permette il perfetto scorrimento dei perni |
zincati in acciaio ad alta resistenza, dove e e — T—— - :
viene fissata la testa o pattino tendicatena fn ¢ 'L_ _J' ‘:«‘h x . BN i
in polietilene 1'000°000 UHMW. 5 B A i N '

g U-F- JET [P [P R tJ.;. ) [ T [ A :
TO automatic linear spring-action chain i . :
tensioners consisting of a base in special, = i
very sturdy, antiseize aluminium alloy with - :
tensile strength of 440MPa that ensures ] G e i D
perfect glide on high tensile strength :
galvanized steel rods, to which the chain i
tensioning head or shoe in polyethylene © o) F o N~ o) i
1,000,000 UHMW is fastened. (code + inox es=T01038sINOX) | | _J [ e ¢ ]
Versione con perni di scorrimento, molle e particolari di montaggio in acciaio inox AISI 304,

Version with stud bolts, springs and all the setting up devices made of stainless steel AISI 304.

code

oval round Newton :
TO10U TO1TU 130-250 <1/2" x 516" 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35
TO1038S  TO1T38S 130-250 3/8"x7/32” 06B1 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35
TO1038D TO1T38D 130-250 3/8"x7/32" 06B2 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35

TO1T38T 130-250 3/8"x7/32” 06B3 56 26 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,36
TO1012S  TO1T12S 130-250 1/2"x5/16" 08B1 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35
T01012D TO1T12D 130-250 1/2"x5/16” 08B2 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35

TO1T12T 130-250 1/2"x5/16" 08B3 56 345 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,37
TO1058S  TO1T58S 130-250 5/8"x3/8" 10B1 56 20 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,35
TO1058D  TO1T58D 130-250 5/8"x3/8" 10B2 56 25 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,36

TO1T58T 130-250 5/8"x3/8” 10B3 56 415 125 73 23 125 47 11 70 109 138 35 10 100 35 20 0,38

TO1P058S TO1PT58S  90-340 5/8"x3/8” 10B1 56 22 125 73 23 125 47 11 90 119 148 35 10 120 45 20 039
TO1P0O58D TO1PT58D  90-340 5/8"x 3/8" 10B2 56 25 125 73 23 125 47 11 90 119 148 35 10 120 45 20 040
TO1P034S TO1PT34S  90-340 3/4"x7/16 12B1 56 22 125 73 23 125 47 11 90 119 148 35 10 120 45 20 0,39
TO1PO34D TO1PT34D 90-340 3/4"x7/16 12B2 56 30 125 73 23 125 47 11 90 119 148 35 10 120 45 20 042
TO1PO1S  TO1PTIS  110-450 1"x17m\m 16B1 56 25 125 73 23 125 47 11 110 129 158 35 10 140 55 25 043
TO1P0O114S TO1PT114S 110-450 1"1/4x3/4" 20B1 56 25 125 73 23 125 47 11 110 129 158 35 10 140 55 25 043
TO1PO112S TO1PT112S 110-450 1"1/2x1" 24B1 56 25 125 73 23 125 47 11 110 129 158 35 10 140 55 25 043

T02058S T02T58S  180-420 5/8"x3/8" 10B1 70 22 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,65
TO2058D TO2T58D  180-420 5/8"x3/8" 10B2 70 25 15 &7 28 15 58 125 90 133 169 46 12 120 45 20 0,66
TO2T58T  180-420 5/8"x3/8" 10B3 70 415 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,69
T02034S  TO2T34S  180-420 3/4"x7/16 12B1 70 22 15 87 28 15 58 125 90 133 169 46 12 120 45 20 065
T02034D TO02T34D  180-420 3/4"x7/16 12B2 70 30 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,68
TO2T34T  180-420 3/4"x7/16 12B3 70 49 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,71
T0201S T02T1S 180-420 1"x17m\m 16B1 70 25 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,66
TO2T1D 180-420 1"x17m\m 16B2 70 46 15 87 28 15 58 125 90 133 169 46 12 120 45 20 0,71

TO301S TO3T1S 300-650 1"x17m\m 16B1 82 25 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,00
TO3T1D 300-650 1"x17m\m 16B2 82 46 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,10
TO3TIT 300-650 1"x17m\m 16B3 82 78 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,20
T030114S TO3T114S 300-650 1"1/4x3/4" 20B1 82 25 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,00
TO3T114D  300-650 1"1/4x3/4” 20B2 82 54 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,10
TO3T114T  300-650 1"1/4x3/4” 20B3 82 90 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,25
TO30112S TO3T112S  300-650 1"1/2x1” 24B1 82 25 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,00
TO3T112D  300-650 1"1/2x 1" 24B2 82 71 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,20
TO3T112T  300-650 1"1/2x1" 24B3 82 119 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,40
TO3T134S 300-650 173/4x1"1/4 28B1 82 295 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,00
TO3T134D 300-650 1"3/4x1"1/4 28B2 82 88 175 104 33 16 72 14,5 110 160 202 53 16 140 55 25 1,30
TO3T2S 300-650 2"x1"1/4 32B1 82 295 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,00
T03T2D 300-650 2"x1"1/4 32B2 82 88 175 104 33 16 72 145 110 160 202 53 16 140 55 25 1,30
Per tutti i modelli esiste una versione KU con boccole di scorrimento autolubrificanti PTFE.
For all types we have KU version with PTFE auto-lubricating bushes.

4 Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com

( code + KU es.= T01038SKU )
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TENDICATENA LINEARE AUTOMATICO TIPO TA clnao

Authentic Maker since1979

AUTOMATIC LINEAR CHAIN TENSIONER TA TYPE Made in ftaly

Tendicatena  automatici lineari a
molla TA costituiti da una base in una
speciale lega di alluminio robustissima
con un carico di rottura di 440MPa, ed
antigrippaggio, che permette il perfetto
scorrimento dei perni zincati in acciaio
ad alta resistenza, dove viene fissata la
testa o pattino tendicatena in polietilene
1'000°000 UHMW.

NEWTON

L Mox
N\
J

L Min

TA automatic linear spring-action chain .
tensioners consisting of a base in a i

special, very sturdy, antiseize aluminium e G -]
alloy with tensile strength of 440MPa
that ensures perfect glide on high
tensile strength galvanized steel rods, © 9 F @ 9
to which the chain tensioning head or
shoe in polyethylene 1,000,000 UHMW
is fastened.

Versione con perni di scorrimento, molle e el H ——
particolari di montaggio in acciaio inox AlSI 304. -— A

Version with stud bolts, springs and all the setting
up devices made of stainless steel AIS| 304.

( code + inox es.= TAT038SINOX )

Newton
TA1038S TA1T38S 130-250  3/8" x7/32" 06B1 56 20 125 73 23 125 47 11 140 114 143 35 10 040
TA1038D TA1T38D 130-250 3/8"x7/32" (06B2 56 20 125 73 23 125 47 11 140 114 143 35 10 0,40
TA1T38T 130-250  3/8"x7/32" 06B3 56 26 125 73 23 125 47 11 140 114 143 35 10 0,45

TA1012S TA1T12S 130-250  1/2"x5/16" 08B1 56 20 125 73 23 125 47 11 140 114 143 35 10 040
TA1012D TA1T12D 130-250  1/2"x 5/16" 08B2 5 20 125 73 23 125 47 11 140 114 143 35 10 0,40
TAIT12T 130-250  1/2" x 5/16” 08B3 56 345 125 73 23 125 47 11 140 114 143 35 10 0,50

TA20585 TA2T58S 180-420 5/8"x 3/8” 10B1 70 22 15 87 28 15 58 125 140 128 164 46 12 0,70
TA2058D TA2T58D 180-420 5/8"x3/8" 10B2 70 25 15 87 28 15 58 125 140 128 164 46 12 0,70
TA2T58T 180-420 5/8" x 3/8” 10B3 70 #1565 15 87 28 15 58 125 140 128 164 46 12 0,80
TA2034S TA2T34S 180-420 3/4”x 716 12B1 70 22 15 87 28 15 58 125 140 128 164 46 12 0,70
TA2034D TA2T34D 180-420  3/4”x7/16 12B2 70 30 15 87 28 15 58 125 140 128 164 46 12 0,75
TA2T34T 180-420  3/4"x7/16 12B3 70 43 15 87 28 15 58 125 140 128 164 46 12 0,80

TA301S TA3T1S 300-650 1"x17mwm 16B1 82 25 175 104 33 16 72 145 140 145 187 53 16 1,00
TA3T1D 300-650 1"x17m\m 16B2 82 46 175 104 33 16 72 145 140 145 187 53 16 1,10
TA3TIT 300-650 1"x17mm 16B3 82 78 17,5 104 33 16 72 145 140 145 187 53 16 1,25

TA30114S  TA3T114S 300-650  1"1/4x3/4” 20B1 82 25 175 104 33 16 72 145 140 145 187 53 16 1,00
TA3T114D 300-650 1"1/4x3/4” 2082 82 54 1755 104 33 16 72 145 140 145 187 53 16 1,15
TA3T114T 300-650  1"1/4x3/4” 20B3 82 90 175 104 33 16 72 145 140 145 187 53 16 130
TA30112S  TA3T112S 300-650  1"1/2x1"  24B1 82 25 175 104 33 16 72 145 140 145 187 53 16 1,00
TA3T112D 300-650  1"1/2x1* 24B2 82 71 175 104 33 16 72 145 140 145 187 53 16 120
TA3T112T 300-650  1"1/2x1” 24B3 82 119 175 104 33 16 72 145 140 145 187 53 16 1,40
TA3T134S 300-650  1"3/4x171/4 28B1 82 295 175 104 33 16 72 145 140 145 187 53 16 1,05
TA3T2S 300-650 2"x1°1/4  32B1 82 295 175 104 33 16 72 145 140 145 187 53 16 1,05

Per tutti i modelli esiste una versione KU con
boccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

(code + KU es.= TA1038SKU )

Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com 5
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— [y ZETASASSI®

TENDICATENA LINEARE AUTOMATICO TIPO NT  putront waker sinceto7s
AUTOMATIC LINEAR CHAIN TENSIONER NT TYPE Made i faly

1
Rt NEWTON B ~ B = P - —

1 : | 16

| |

| |
i I U

' | |

¥ ; P

/ - T
yin e T =

Tendicatena automatici lineari a molla NT
costituiti da una base in alluminio con carico  R!
di rottura di 240MPa, completamente chiusa & |
per bloccare infiltrazioni di agenti esterni, lo
scorrimento dei perni zincati in acciaio ad alta
resistenza, dove viene fissata la testa o pattino
tendicatena in polietilene 1'000'000 UHMW,

avviene grazie a delle boccole di scorrimento +
in materiale plastico autolubrificante. %
2
NT automatic linear spring-action chain o <
tensioners consisting of an aluminium base i f

p  Versione con perni di scorrimento, molle
e particolari di montaggio in acciaio inox
AISI 304.

Version with stud bolts, springs and all the

sealed to prevent infiltration by external
agents. The chain tensioner, with its self-
lubricating plastic glide bushings, glides on

with tensile strength of 240MPa, completely g & é

high tensile strength galvanized steel rods to F [ i devi de of stainl toel
which the chain tensioning head or shoe in — i L.% :?Sllg%:p evices mads of stainiess stee
polyethylene 1,000,000 UHMW is fastened. | — H —C

( code + inox es.= NT1038SINOX )

code

round Newton chain in Max M N Ro

NT10U  NT1TU 130-2560 < 1/2"x5M16" 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,25
NT1038S NT1T38S 130-250 3/8"x7/32" 06B1 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,25
NT1038D NT1T38D 130-250 3/8"x7/32" 06B2 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,25

NT1T38T 130-250 3/8"x7/32" 06B3 56 26 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 025
NT1012S NT1T12S 130-250 1/2"x5/16” 08B1 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 025
NT1012D NT1T12D 130-250 1/2"x5/16” 08B2 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,25

NT1T12T 130-250 1/2"x5/16” 08B3 56 345 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,27
NT1058S NT1T88S 130-250 5/8"x3/8” 10B1 56 20 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,25
NT1058D NT1T58D 130-250 5/8"x3/8” 10B2 56 25 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,26

NT1T58T 130-250 5/8”x3/8” 10B3 56 415 125 74 23 12 50 11 70 110 138 35 10 100 35 20 21 22 0,88

NT2058S NT2T58S 180-420 5/8"x3/8” 10B1 70 22 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 044
NT2058D NT2T58D 180-420 5/8"x3/8" 10B2 70 25 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 045
NT2T58T 180-420 5/8"x3/8" 10B3 70 415 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 0,48
NT2034S NT2T34S 180-420 3/4"x7/16 12B1 70 22 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 044
NT2034D NT2T34D 180-420 3/4"x7/16 12B2 70 30 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 0,46
NT2T34T 180-420 3/4"x7/16 12B3 70 49 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 0,50
NT201S NT2T1S  180-420 1"x17m\m16B1 70 25 15 87 28 15 57 125 90 133 169 46 12 120 45 20 23 26 044
NT2T1D  180-420 1"x17mm16B2 70 46 15 &7 28 15 57 125 90 133 169 46 12 120 45 20 23 26 0,50

Boccole di scorrimento autolubrificanti.
Self-lubricating glide bushings.

Fusione chiusa contro infiltrazioni
Closed base against the infiltration
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—1 = ZETASASSI®
pe=capet:p AUTOMATIC LINEAR TENSIONER ETL-08 TYPE Made i el
Tenditori automatici lineari a molla ETL-08 costituiti HEWTE - 24—
da una base in una speciale lega di alluminio R14 38— '-_—_-‘164 38 —=
robustissima con un carico di rottura di 440MPa, ed N # 28
antigrippaggio, che permette il perfetto scorrimento - L] ¥
dei perni zincati in acciaio ad alta resistenza, dove 12.5 |
viene fissata una staffa ad L in acciaio zincato, dove j ] f 24 21
& possibile montare accessori vari. Particolarmente PO 30 *
indicati quando si opera in presenza di alte b '@& * f
temperature. = :
o Mg, 'jesa
ETL-08 automatic linear spring-action tensioners | L ato I * r
consisting of a base in special very sturdy antiseize H=Fg=F [ S YT
aluminium alloy with tensile strength of 440MPa 134 (~ | || ) : f
that ensures perfect glide on high tensile strength | i
galvanized steel rods, to which L-shaped bracket in 106 | ea i
galvanized steel is fastened, where it is possible to ! o \J !
install various accessories. Particularly useful when RS PN g el T 7
operating at high temperatures. i I |
22 42 i
L \L/ uJ'_¢ I
Mod. dep. - Pat. pending NIOL/0] 7/ © I
— | l=—65 * 135 Code Newton Kg.
40 el ETLO8 130-250 0,28
-——52 —= —p4—

ZETASASSI®

; -_";-’f“ - " 777 TENDICATENA LINEARE AUTOMATICO TIPO ETLR-08  authentic Maker since1979
- &= o AUTOMATIC LINEAR CHAIN TENSIONER ETLR-08 TYPE A

Tendicatena automatici lineari a molla ETLR-08
costituiti da una base in una speciale lega di
alluminio robustissima con un carico di rottura
di 440MPa, ed antigrippaggio, che permette il
perfetto scorrimento dei perni zincati in acciaio
ad alta resistenza, dove viene fissata una staffa
ad L in acciaio zincato, sulla quale & montato un
pignone tendicatena folle compreso di cuscinetti
a doppia schermatura.

ETLR-08 automatic linear spring-action chain
tensioners consisting of a base in special, very
sturdy, antiseize aluminium alloy with tensile
strength of 440MPa that ensures perfect glide
on high tensile strength galvanized steel rods,
to which a L-shaped bracket in galvanized steel
is fastened. The bracket is equipped with an idle
chain tensioning pinion with double-shielded
bearings.

Mod. dep. - Pat. pending

code Newton chain Z

ETLROBAC38S 130-250 3/8" x 7/32" 06B1 21 68 63,91 9.1 0,56
ETLROBAC12SZ14 130-250 1/2" x 5/16" 08B1 14 61,8 57,07 9,1 0,58
ETLROBAC12S 130-250 1/2" x 5/16" 08B1 16 69,5 65,1 9,1 0,59
ETLROBACH8S 130-250 5/8" x 3/8" 10B1 17 93 86,39 9,1 0,78
ETLROBAC34S713 130-250 3/4" x 716" 12B1 13 87,5 79,59 9,1 0,87
ETLROBAC34S 130-250 3/4" x7/16” 12B1 15 99,8 91,63 9.1 0,89

Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti  Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com 7
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eax; ’.‘ 3v77)  TENDICINGHIA LINEARE AUTOMATICO TIPO ETLOB-PU i aker sincrors

® AUTOMATIC LINEAR BELT TENSIONER ETLO8-PU TYPE Made in ltaly

Tendicinghia automatici lineari a molla ETLOSPU
costituiti da una base in una speciale lega di ~ Meteriel
alluminio robustissima con un carico di rottura
di 440MPa, ed antigrippaggio, che permette il

perfetto scorrimento dei perni zincati in acciaio ad o B
alta resistenza, dove viene fissata una staffa ad L
in acciaio zincato, sulla quale & montato un rullo .
tendicinghia folle, compreso di cuscinetti a doppia [ _Q
schermatura. Ve

)
ETLO8PU automatic linear spring-action belt 134 (r | I ‘
tensioners consisting of a base in special, very 106 e‘e |
sturdy, antiseize aluminium alloy with tensile i |
strength of 440MPa that ensures perfect glide 12 a ¢ T i |
on high tensile strength galvanized steel rods, to t 4o !
which a L-shaped bracket in galvanized steel is ef |
fastened. The bracket is equipped with an idle belt 8 L :
tensioning roller with double-shielded bearings. ‘Jﬁ ‘ i sl

—— 40— —21— .
Dy ] —<._ Mod. dep. - Pat. pending

code Newton material DA B Kg.
ETLO8PUS050AC 130-250 ACCIAIO ZINCATO  GALVANIZED STEEL 50 50 2,5 0,99
ETLO8SPUS050AL 130-250 ALLUMINIO  ALUMINIUM 50 50 20 0,68
ETLO8PUS050NY 130-250 NYLON 50 50 25 0,58
ETLOBPUBDBOAC 130-250 ACCIAIO ZINCATO  GALVANIZED STEEL 60 60 2,5 1,50
ETLO8PUBOGOAL 130-250 ALLUMINIO  ALUMINIUM 60 60 2,5 0,90
ETLOSPUBOBONY 130-250 NYLON 60 60 2,5 0,64

ZETASASSI®

-:—;-’-y-\ = .- >7 TENDITORE LINEARE AUTOMATICO TIPO ET Authentic Maker since1979
" ® AUTOMATIC LINEAR TENSIONER ET TYPE Made in [taly

Tenditori automatici lineari a molla ET costituiti
da una base in una speciale lega di alluminio
robustissima con un carico di rottura di 440MPa,

i Versione con perni di

scorrimento, molle e
@ E @ particolari di montaggio in

ed antigrippaggio, che permette il perfetto ! il acciaio inox AISI 304,
scorrimento dei perni zincati in acciaio ad alta l, - A > . .
resistenza, dove viene fissata una testa in alluminio i versdn wilh E‘J“d boits;
filettata, dove & possibile montare accessori N——] ! |=— ﬁgrhné]vsi;r;dn?ad?%fs :E:;glless
vari. Particolarmente indicati quando si opera in i steel AISI 304.
presenza di alte temperature. T3 I .

-4 = ! ( code + inox
ET automatic linear spring-action tensioners T ! = ErMAINGL
consisting of a base in special, very sturdy, antiseize n G i I
aluminium alloy with tensile strength of 440MPa : '
that ensures perfect glide of the high tensile i Per tutti i modelli esiste una versione KU con
strength galvanized steel rods, to which a threaded F © N/ o i boccole di scorrimento autolubrificanti PTFE
aluminium head is fastened, and where it is ? | For all types we have KU version with PTFE
possible to install various accessories. Particularly —=H = — C =7 auto-lubricating bushes
useful when operating at high temperatures. A —~E=— (code + KU es.= ETIM8KU )

Newton

ET1M8 130-250 5% 20 125 73 23 125 47 11 55 1405 101,5 1305 35 10 35 M8x1,25 0,37
ETIM10 130-250 5 20 125 73 23 125 47 11 55 1405 101,5 130,5 35 10 35 Mi0x1,5 0,37
ETTM12 130-250 5% 20 125 73 23 125 47 11 55 1405 101,5 130,5 35 10 35 M12x1,75 0,37
ET1M16 130-250 56 20 1256 73 23 125 47 11 55 1405 101,56 1305 35 10 35 M16 x 2 0,37
ET2M10 180-420 70 25 15 87 28 15 58 125 70 177 129 165 46 12 50 Mi0x1,5 0,70
ET2M12 180-420 70 25 15 87 28 15 58 125 70 177 129 165 46 12 50 M12x1,75 0,70
ET2M16 180-420 70 256 15 8 28 15 58 125 70 177 129 165 46 12 50 M16 x 2 0,70
ET3M10 300-650 82 30 175 104 33 16 72 145 80 2105 15455 19655 53 16 60 M10x1,5 1,10
ET3M12 300-650 82 30 175 104 33 16 72 145 80 2105 1545 1965 53 16 60 M12x1,75 1,10
ET3M14 300-650 82 30 175 104 33 16 72 145 80 2105 1545 19655 53 16 60 M14 x 2 1,10
ET3M16 300-650 82 30 175 104 33 16 72 145 80 210,56 1545 1965 53 16 60 M16 x 2 1,10
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ZETASASSI®

2017 Top sellers
: —--;-‘ 2 _ > TENDITCATENA LINEARE AUTOMATICO TIPO ETR-AC  authentic Maker since1979

A’,‘

® AUTOMATIC LINEAR CHAIN TENSIONER ETR-AC TYPE MAGE HLiEY

Tendicatena automatici lineari a molla ETR-AC
costituiti da una base in una speciale lega di
alluminio robustissima con un carico di rottura
di 440MPa, ed antigrippaggio, che permette il
perfetto scorrimento dei perni zincati in acciaio
ad alta resistenza, dove viene fissata una testa
in alluminio filettata, sulla quale & montato un
pignone tendicatena folle compreso di cuscinetti
a doppia schermatura, modello AC.

7
1

[Tl

11
11

[l
L]

10

ETR-AC automatic linear spring-action chain
tensioners consisting of a base in special, very
sturdy, antiseize aluminium alloy with tensile
strength of 440MPa that ensures perfect glide
of the high tensile strength galvanized steel
rods, to which a threaded aluminium head is
fastened. The head is equipped with an idle chain
tensioning pinion with double-shielded bearings,
model AC.

(Ll

(L1

T ———

L Mox

L Min
— T (]

e ™Mo
Y - — C |t

A —E—

Per tutti i modelli esiste una versione KU con
boccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

(code + KU es.= ETRTAC38SSKU )

ETR1AC385 130-250 3/8"x7/32" 06B1 21 68 6391 56 20 125 73 23 125 47 11 91 1015 130,5 35 10 0,57
ETR1AC38D 130-250 3/8"x7/32" 06B2 21 68 6391 56 20 125 73 23 125 47 11 11 1015 1305 35 10 0,70
ETR1AC125Z14 130-250 1/2"x5/16" 08B1 14 61,8 57,07 56 20 125 73 23 125 47 11 91 1016 1305 35 10 0,59
ETR1AC12S 130-250 1/2"x5/16" 08B1 16 695 651 56 20 125 73 23 125 47 11 91 1015 1305 35 10 0,60
ETR1AC12D 130-250 1/2"x5/16" 08B2 16 695 651 56 20 125 73 23 125 47 11 125 1015 130,5 35 10 0,78
ETR1AC58S 130-250 5/8"x3/8" 10B1 17 93 86,39 56 20 125 73 23 125 47 11 91 1015 1305 35 10 0,80
ETR1AC58D 130-250 5/8"x3/8" 10B2 17 93 8639 56 20 125 73 23 125 47 11 153 1015 1305 35 10 1,30
ETR1AC345Z13 130-250 3/4"x7/16" 12B1 13 87,5 7959 56 20 125 73 23 125 47 11 91 1015 1305 35 10 0,88
ETR1AC34S 130-250 3/4"x7/16" 12B1 15 998 91,63 56 20 125 73 23 125 47 11 91 1015 1305 35 10 090
ETR1AC34D 130-250 3/4"x7/16" 12B2 15 998 9163 5 20 125 73 23 125 47 11 176 1015 130,5 35 10 1,53

ETR2AC585 180-420 5/8"x3/8" 10B1 17 93 8639 70 25 15 87 28 15 58 125 91 129 165 46 12 1,11
ETR2AC58D 180-420 5/8"x3/8" 10B2 17 93 8639 70 25 15 87 28 15 58 125 153 129 165 46 12 1,60
ETR2AC345Z13 180-420 3/4"x7/16" 12B1 13 875 7959 70 25 15 87 28 15 58 125 91 129 165 46 12 1,12
ETR2AC34S 180-420 3/4"x7/16" 12B1 15 998 9163 70 25 15 87 28 15 58 125 971 129 165 46 12 122
ETR2AC34D 180-420 3/4"x7/16” 12B2 15 998 9163 70 25 15 87 28 15 58 125 176 129 165 46 12 185
ETR2AC1S 180-420 1"x17m\m 16B1 12 109 9814 70 25 15 87 28 15 58 125 11,3 129 165 46 12 1,50

ETR3AC58S 300-650 b5/8"x3/8" 10B1 17 93 86,39 82 30 175 104 33 16 72 145 91 1545 1965 53 16 1,51
ETR3AC58D 300-650 5/8"x3/8" 10B2 17 93 86,39 82 30 175 104 33 16 72 145 153 1545 1965 53 16 2,01
ETR3AC345Z13 300-650 3/4"x7/16" 12B1 13 87,5 7959 82 30 175 104 33 16 72 145 91 1545 1965 53 16 1,59
ETR3AC34S 300-650 3/4"x7/16” 12B1 15 998 9163 82 30 175 104 33 16 72 145 91 1545 1965 53 16 1,62
ETR3AC34D 300-650 3/4"x716" 12B2 15 998 9163 82 30 175 104 33 16 72 145 176 1545 1965 53 16 2,25

ETR3AC1S 300-650 1”x17m\m 16B1 12 109 98,14 82 30 175 104 33 16 72 145 11,3 1545 1965 53 16 1,89

ETR3AC114S  300-650 171/4x3/4" 20B1 9 108 92,84 82 30 175 104 33 16 72 145 11,3 1545 1965 53 16 1,86
ETR3AC112S  300-650 1"1/2x1* 24B1 9 1264 1114 82 30 175 104 33 16 72 145 138 1545 1965 53 16 243
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TENDITCATENA LINEARE AUTOMATICO TIPO ETR-RS RD RT  pysnonte ke snce1o79
AUTOMATIC LINEAR CHAIN TENSIONER ETR-RSRDRTTYPE  Made intaly

Tendicatena automatici lineari a molla ETR
costituiti da una base in una speciale lega di
alluminio robustissima con un carico di rottura
di 440MPa, ed antigrippaggio, che permette il
perfetto scorrimento dei perni zincati in acciaio
ad alta resistenza, dove viene fissata una testa
in alluminio filettata, sulla quale & montato un
pignone tendicatena folle compreso di cuscinetti
a doppia schermatura modello RS RD RT.

ETR automatic linear spring-action chain
tensioners consisting of a base in special, very
sturdy, antiseize aluminium alloy with tensile
strength of 440MPa that ensures perfect glide
of the high tensile strength galvanized steel
rods, to which a threaded aluminium head is
fastened. The head is equipped with an idle chain
tensioning pinion with double-shielded bearings,
model RS RD RT.

L Max

L Min

R ey —

o s ) Distanziale Spacer
Per tutti i modelli esiste una versione KU con

boccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

( code + KU es.= ETRTRS38SKU )

Newton chain .
ETR1RS38 130-250 3/8"x7/32"06B1 15 493 4581 56 20 125 73 23 125 47 11 65 101,5 13056 35 10 RS 0,46
ETR1RD38 130-250 3/8"x7/32"06B2 15 493 4581 56 20 125 73 23 125 47 11 11,5 1015 1305 35 10 RD 0,53
ETR1RT38 130-250 3/8"x7/32”06B3 15 493 4581 56 20 125 73 23 125 47 11 16,5 101,5 1305 35 10 RT 0,59
ETR1RS12 130-250 1/2"x5/16”08B1 15 655 61,09 56 20 125 73 23 125 47 11 65 1015 1305 35 10 RS 0,54
ETR1RD12 130-250 1/2"x5/16”08B2 15 655 61,09 56 20 125 73 23 125 47 11 13,45 1015 1305 35 10 RD 0,68
ETR1RT12 130-250 1/2"x5/16”08B3 15 65,5 61,09 56 20 125 73 23 125 47 11 204 101,5 1305 35 10 RT 0,82
ETR1RS58 130-250 5/8"x3/8" 10B1 15 83 76,36 56 20 125 73 23 125 47 11 85 1015 1305 35 10 RS 0,69
ETR1RD58 130-250 5/8"x3/8" 10B2 15 83 7636 56 20 125 73 23 125 47 11 16,75 101,5 13055 35 10 RD 0,98

ETR1RS12 180-420 1/2"x5/16”08B1 15 655 6109 70 25 15 87 28 15 58 125 65 129 165 46 12 RS 0,85
ETR1RD12 180-420 1/2"x5/16”08B2 15 655 61,09 70 25 15 87 28 15 58 125 1345 129 165 46 12 RD 099
ETR1RT12 180-420 1/2"x5/16”08B3 15 655 61,09 70 25 15 87 28 15 58 125 204 129 165 46 12 RT 1,14
ETR2RS58 180-420 5/8"x3/8" 10B1 15 83 7636 70 25 15 87 28 15 58 125 85 129 165 46 12 RS 1,01
ETR2RD58 180-420 5/8"x3/8" 10B2 15 83 7636 70 26 15 87 28 15 58 125 1675 129 1656 46 12 RD 1,29
ETR2RTS58 180-420 5/8"x3/8" 10B3 15 83 7636 70 25 15 87 28 15 58 125 25 129 165 46 12 RT 1,58
ETR2RS34 180-420 3/4"x7/16"12B1 15 99,8 9163 70 25 15 87 28 15 58 125 85 129 165 46 12 RS 1,21
ETR2RD34  180-420 3/4"x7/16"12B2 15 998 9163 70 25 15 87 28 15 58 125 1825 129 165 46 12 RD 1,70
ETR2RT34 180-420 3/4"x7/16"12B3 15 99,8 9163 70 25 15 87 28 15 58 125 28 129 165 46 12 RT 221

ETR2RS1 180-420 1"x17m\m16B1 13 117 106,12 70 25 15 87 28 15 58 125 10 129 165 46 12 RS 1,63

ETR2RD1  180-420 1"x17m\m16B2 12 109 9814 70 25 15 87 28 15 58 125 273 129 165 46 12 RD 230
ETR2RT1 180-420 1"x17m\m 16B3 12 109 98,14 70 25 15 87 28 15 58 125 433 129 165 46 12 RT 3,10

ETR3RS58 300-650 5/8"x3/8" 10B1 15 83 76,36 82 30 175 104 33 16 72 145 85 1545 1965 53 16 RS 1,41
ETR3RD58 300-650 5/8"x3/8" 10B2 15 83 76,36 82 30 175 104 33 16 72 145 16,75 1545 1965 53 16 RD 1,69
ETR3RTS8  300-650 5/8" x3/8" 10B3 15 83 76,36 82 30 17,5 104 33 16 72 145 25 1545 1965 53 16 RT 1,98
ETR3RS34 300-650 3/4”x7/16"12B1 15 998 9163 82 30 175 104 33 16 72 145 85 1545 1965 53 16 RS 1,61
ETR3RD34 300-650 3/4"x7/16"12B2 15 99,8 9163 82 30 17,5 104 33 16 72 145 1825 1545 1965 53 16 RD 21
ETR3RT34  300-650 3/4"x7/16"12B3 15 998 9163 82 30 175 104 33 16 72 145 28 1545 1965 53 16 RT 260
ETR3RS1 300-650 1"x17m\m16B1 13 117 106,12 82 30 175 104 33 16 72 145 10 1545 1965 53 16 RS 2,03
ETR3RD1 ~ 300-650 1"x17m\m16B2 12 109 98,14 82 30 175 104 33 16 72 145 273 1545 1965 53 16 RD 270
ETR3RT1 300-650 1”"x17m\m 16B3 12 109 9814 82 30 175 104 33 16 72 145 433 1545 1965 53 16 RT 3,49
ETR3RD114 300-650 171/4x3/4"20B2 9 108 9284 82 30 175 104 33 16 72 145 295 1545 1965 53 16 RD 2,66
ETR3RD112 300-650 1"1/2x1" 24B2 9 1264 1114 82 30 17,5 104 33 16 72 145 38 1545 1965 53 16 RD 3,77
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: ZETASASSI®

TENDICINGHIA LINEARE AUTOMATICO TIPO ET-PU  autnentic Maker since1979

AUTOMATIC LINEAR BELT TENSIONER ET-PU TYPE Jiage Blet

Q -0
Tendicinghia automatici lineari a molla ET-PU e R —

costituiti da una base in una speciale lega di v oo I HEMTON -~ B - P T
alluminio robustissima con un carico di rottura ™ [
di 440MPa, ed antigrippaggio, che permette
il perfetto scorrimento dei perni zincati in
acciaio ad alta resistenza, dove viene fissata
una testa in alluminio filettata, sulla quale &
montato un rullo tendicinghia folle, compreso i
di cuscinetti a doppia schermatura.

L i
-

ET-PU automatic linear spring-action belt
tensioners consisting of a base in special, very
sturdy, antiseize aluminium alloy with tensile
strength of 440MPa that ensures perfect glide - g
of the high tensile strength galvanized steel G 5§
rods, to which a threaded aluminium head
is fastened. The head equipped with an idle
belt tensioning roller with double-shielded 7 @ o)
bearings. |

L Max
Min

Per tutti i modelli esiste una versione KU con
boccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

(code + KU es.= ETTPU3035ACSKU )

Newton A B | Min Max M N O P material
ET1PU3035AC 130-250 56 20 1255 73 23 125 47 11 55 1015 1305 35 10 30 35 57,5 2,5 ACCIAIDZINCATO-GALVANIZED STEEL (),51
ET1PU3035AL 130-250 56 20 125 73 23 125 47 11 55 101,56 1305 35 10 30 35 575 25 ALLUMINIO-ALUMINIUM 0,46
ET1PU3035NY 130-250 56 20 12,5 73 23 125 47 11 55 101,5 1305 35 10 30 35 575 25 NYLON 0,44
ET1PU4045NY 130-250 56 20 1255 73 23 125 47 11 55 101,5 1305 35 10 40 45 71 6 NYLON 0,53
ET1PUS050AC 130-250 56 20 12,5 73 23 125 47 11 55 101,5 1305 35 10 50 50 725 2,5 ACCIAIDZINCATO-GALVANIZED STEEL (0,99
ET1PUS050AL 130-250 56 20 1255 73 23 125 47 11 55 101,56 1305 35 10 50 50 725 25 ALLUMINIO-ALUMINIUM 0,69
ET1PUS050NY 130-250 56 20 12,5 73 23 125 47 11 55 101,5 1305 35 10 50 50 725 25 NYLON 0,59
ET1PUB060AC 130-250 56 20 125 73 23 125 47 11 55 101,56 130,5 35 10 60 60 825 2,5 ACCIAIDZINCATO-GALVANIZED STEEL 1,51
ET1PUB0O60AL 130-250 56 20 12,5 73 23 125 47 11 55 101,5 1305 35 10 60 60 825 25 ALLUMINIO-ALUMINIUM 1.9
ET1PUB0O6ONY 130-250 56 20 1255 73 23 125 47 11 55 101,5 1305 35 10 60 60 825 25 NYLON 1,65

ET2PU4045NY 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 40 45 76 6 NYLON 0,84
ET2PUS050AC 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 50 50 77,5 2,5 ACCIAIDZINCATO-GALVANIZED STEEL 1,30
ET2PUS050AL 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 50 50 775 25 ALLUMINIO-ALUMINIUM 0,99
ET2PUS050NY 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 50 50 775 25 NYLON 0,90
ET2PUBOGOAC 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 60 60 87,5 2,5 ACCIAIOZINCATO-GALVANIZED STEEL 1,82
ET2PUGOGOAL 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 60 60 875 25 ALLUMINIO-ALUMINIUM 1,22
ET2PUBOGONY 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 60 60 875 25 NYLON 0,96
ET2PUBOBOAC 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 80 80 107,5 2,5 ACCIAIO ZINCATO-GALVANIZED STEEL 3,36
ET2PUB0BOAL 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 80 80 107,5 25 ALLUMINIO-ALUMINIUM 1,80
ET2PUBOBONY 180-420 70 25 15 87 28 15 58 125 70 129 165 46 12 80 80 1075 25 NYLON 1,26

ET3PU5050AC 300-650 82 30 17,5 104 33 16 72 14,5 80 1545 196,5 53 16 50 50 82,5 2,5 ACCIAD ZINCATO-GALVANIZED STEEL 1,70
ET3PU5S050AL 300-650 82 30 175 104 33 16 72 145 80 1545 1965 53 16 50 50 825 25 ALLUMINIO-ALUMINIUM 1,40
ET3PU5050NY 300-650 82 30 17,5 104 33 16 72 145 80 1545 1965 53 16 50 50 825 25 NYLON 1,30
ET3PUGOGOAC 300-650 82 30 17,5 104 33 16 72 145 80 1545 1965 53 16 60 60 92,5 2,5 ACCIAIOZINCATO-GALVANIZED STEEL 2 22
ET3PUGOGOAL 300-650 82 30 17,5 104 33 16 72 145 80 1545 1965 53 16 60 60 925 25 ALLUMINIO-ALUMINIUM 1,62
ET3PUBO6ONY 300-650 82 30 175 104 33 16 72 145 80 1545 1965 53 16 60 60 925 25 NYLON 1,69
ET3PUB0B0AC 300-650 82 30 17,5 104 33 16 72 14,5 80 1545 1965 53 16 80 80 112,5 2,5 ACCIAID ZINCATO-GALVANIZED STEEL 3,77
ET3PUBOSOAL 300-650 82 30 175 104 33 16 72 145 80 1545 1965 53 16 80 80 1125 25 ALLUMINIO-ALUMINIUM 222
ET3PUB08ONY 300-650 82 30 17,5 104 33 16 72 145 80 1545 1965 53 16 80 80 1125 2,5 NYLON 1,69
ET3PUB090AC 300-650 82 30 17,5 104 33 16 72 145 80 1545 1965 53 16 80 90 1225 2,5 ACCIAIOZINCATO-GALVANIZED STEEL 4 2()
ET3PUB090AL 300-650 82 30 175 104 33 16 72 145 80 1545 1965 53 16 80 90 1225 2,5 ALLUMINIO-ALUMINIUM 2,38
ET3PUBO9ONY 300-650 82 30 175 104 33 16 72 145 80 1545 1965 53 16 80 90 1225 25 NYLON i
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1 x ZETASASSI®
i [ TENDITCATENA LINEARE AUTOMATICO TIPO ETHR  puthentic Maker since1979
e AUTOMATIC LINEAR CHAIN TENSIONER ETHR TYPE Made in taly
Tendicatena automatici lineari a molla ETHR de
costituiti da una base in una speciale lega di dp Bl Bl
alluminio robustissima con un carico di rottura FNEWTDN —~—B—=— B
di 440MPa, ed antigrippaggio, che permette il # !
perfetto scorrimento dei perni zincati in acciaio T
ad alta resistenza, dove viene fissata una staffa BE
ad U in acciaio zincato, sulla quale & montato un B
pignone tendicatena folle compreso di cuscinetti j
a doppia schermatura. L
_[]_ _HES
ETHR automatic linear spring-action chain i |

tensioners consisting of a base in special, very
sturdy, antiseize aluminium alloy with tensile
strength of 440MPa that ensures perfect glide
on high tensile strength galvanized steel rods,
to which a U-shaped bracket in galvanized steel
is fastened. The bracket is equipped with an idle
chain tensioning pinion with double-shielded
bearings.

Per tutti i modelli esiste una versione KU con
hoccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

(code + KU es.= ETHR138SSKU )

L Max

L Min

H  Min
ETHR138S 130-250 3/8"x7/32" 06B1 21 68 6391 56 262 51,2 125 73 23 125 47 11 1255 1545 35 10 0,73
ETHR138D 130-250 3/8"x7/32" 06B2 21 68 6391 56 34 55 125 73 23 125 47 11 1255 1545 35 10 0,87
ETHR1125Z14  130-250 1/2"x5/16" 08B1 14 618 57,07 56 26,2 51,2 125 73 23 125 47 11 1255 1545 35 10 0,73
ETHR112S 130-250 1/2”x5/16” 08B1 16 695 651 56 262 51,2 125 73 23 125 47 11 1255 1545 35 10 0,75
ETHR112D 130-250 1/2"x5/16" 0882 16 695 651 56 34 55 125 73 23 125 47 11 1255 1545 35 10 0,95

ETHR258S 180-420 5/8"x3/8" 10B1 17 93 8639 70 262 512 15 87 28 15 58 125 159 195 46 12 1,33
ETHR258D 180-420 5/8"x3/8" 10B2 17 93 8639 70 44 69 15 87 28 15 58 125 159 195 46 12 1,96
ETHR2345713  180-420 3/4"x7/16" 12B1 13 875 7959 70 262 512 15 87 28 15 58 125 159 195 46 12 141
ETHR234S 180-420 3/4”x7/16" 12B1 15 998 9163 70 262 512 15 87 28 15 58 125 159 195 46 12 144
ETHR234D 180-420 3/4”x7M16" 12B2 15 998 9163 70 44 69 15 87 28 15 58 125 159 195 46 12 222

ETHR31S 300-650 1"x17m\m 16B1 12 109 98,14 82 326 576 1755 104 33 16 72 145 1835 2255 53 16 2,27
ETHR31148 300-650 1"1/4x3/4” 20B1 9 108 92,84 82 326 576 175 104 33 16 72 145 1835 2255 53 16 2,24
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== 7 ASSL, TENDICINGHIA LINEARE AUTOMATICO TIPO ETH-PU  ptronte taste aoetars

- ® AUTOMATIC LINEAR BELT TENSIONER ETH-PU TYPE Made in taly
Tendicinghia automatici lineari a molla ETH-PU ETHG-PU

ETHPU costituiti da una base in una speciale I
lega di alluminio robustissima con un carico
di rottura di 440MPa, ed antigrippaggio, che
permette il perfetto scorrimento dei perni
zincati in acciaio ad alta resistenza, dove
viene fissata una staffa ad U in acciaio /V
zincato, sulla quale & montato un rullo -
tendicinghia folle, compreso di cuscinetti a 'RidERR'

doppia schermatura. —

2017 Top sellers

20 NEWTON —NEWTON

i

L]\ :
e
L.t
N

ETHPU automatic linear spring-action belt ! M
tensioners consisting of a base in special, ml=_zis
very sturdy, antiseize aluminium alloy with
tensile strength of 440MPa that ensures
perfect glide on high fensile strength
galvanized steel rods, to which a U-shaped G i o o G i ? D
bracket in galvanized steel is fastened.
The bracket is equipped with an idle belt H | = a1
tensioning roller with double-shielded E @ [~ 0) F @ = 0)
bearings. S P — ¢ - } R P S [ o

A e S A N —

L Max

L Max
L Min

L Min

Per tutti i modelli esiste una versione KU con
boccole di scorrimento autolubrificanti PTFE

For all types we have KU version with PTFE
auto-lubricating bushes

(code + KU es.= ETH1PU4050ACKU )

material
ETH1PU4050AC 130-250 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50  ACCAOZINCATO-GALVANIZED STEEL (0,95
ETH1PU4050AL 130-260 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50 ALLUMINIO-ALUMINIUM 0,78
ETH1PU4050NY 130-250 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50 NYLON 0,73
ETHG1PU4050AC  130-250 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50  ACCINOZINCATO-GALUANIZED STEEL (0,95
ETHG1PU4050AL  130-250 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50 ALLUMINIO-ALUMINIUM 0,78
ETHG1PU4050NY  130-250 56 83 125 73 23 125 47 11 55 1145 1435 35 10 40 50 NYLON 0,73
ETH2PU5065AC 180-420 70 1075 15 87 28 15 58 125 70 137 173 46 12 50 65  ACCIAIO ZINCATO-GALVANIZED STEEL 1,92
ETH2PU5065AL 180-420 70 1075 15 87 28 15 58 125 70 137 173 46 12 50 65 ALLUMINIO-ALUMINIUM 1,48
ETH2PU5065NY 180-420 70 1075 15 87 28 15 58 125 70 137 173 46 12 50 65 NYLON 1,32

ETHG2PUS065AC  180-420 70 1075 15 &7 28 15 58 125 70 137 173 46 12 50 G5  ACCIAO ZINCATO-GALVANIZED STEEL 1,92
ETHG2PUS065AL ~ 180-420 70 1075 15 87 28 15 58 125 70 137 173 46 12 50 65 ALLUMINIO-ALUMINIUM 1,48
ETHG2PU5S065NY  180-420 70 1075 15 87 28 15 58 125 70 137 173 46 12 50 65 NYLON 1,32

ETH3PUG090AC 300-650 82 1293 17,5 104 33 16 72 145 80 1625 2045 53 16 60 90  ACCIAID ZINCATO-GALVANIZED STEEL 3,22

ETH3PU6090AL 300-650 82 1293 175 104 33 16 72 145 80 1625 2045 53 16 60 90 ALLUMINIO-ALUMINIUM 2,32
ETH3PUG090NY 300-650 82 1293 17,5 104 33 16 72 145 80 1625 2045 53 16 60 90 NYLON 2,02
ETHG3PUBO9DAC ~ 300-650 82 1293 175 104 33 16 72 145 80 1625 2045 53 16 60 90  ACCIAND ZINCATO-GALVANIZED STEEL 3,22
ETHG3PUG0O90AL  300-650 82 1293 17,5 104 33 16 72 145 80 1625 2045 53 16 60 90 ALLUMINIO-ALUMINIUM 2,32
ETHG3PUGO9ONY  300-650 82 129,3 17,5 104 33 16 72 145 80 1625 2045 53 16 60 90 NYLON 2,02
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——’7-‘ 3977 STAFFA DI PRECARICO PER TENDITORI LINEARI  sutnonic toe irootsr

PRELOAD BRACKET FOR LINEAR TENSIONERS Made in ftaly

Per tutti i tenditori lineari (NO TOO08). T | ™ C
Acciaio zincato. N 1 |
D
For alllinear tensioners (NOTTo08). || o
Galvanized steel. E |
S !
F
AR |
b (AD code A B C D E F G H M Ko
O PREL1 85 25 5 11 25 46 22 17 M8x1,25 0.08
ki PREL2 98 27 6 125 30 56 24 18 M10x1,5 0.12
A PREL3 117 32 6 145 35 66 30 22 MI10x1,5 0.18

ISTRUZIONI TENDITORI LINEARI Auhonts Mk siee1676

LINEAR TENSIONERS INSTRUCTIONS ad iLTaly

Istruzioni 1:
Per tutti i tenditori serie TO TA ET ETH NT, anche compo-
sti da pulegge e\o rocchetti dentati.

Allentare bullone A

Spingere fusione B fino a raggiungere la tensione
desiderata

Serrare il bullone A

Instructions 1:

For all the tensioners TO TA ET ETH NT also the one
including pulleys or sprockets.

Loosen the bolt A.

Push the body B as much as to get the right tension.
Tighten the bolt A.

Istruzioni 2:

Per tutti i tenditori serie TO TA ET ETH , anche composti da pulegge e\o rocchetti dentati.
(Figura 1):Preparare perno A (@3m\m) e tenditore.

(Figura 2):Manualmente o con pressa spingere testa del tenditore a fine corsa.

(Figura 3):Inserire perno A (@3m\m), senza rilasciare la testa del tenditore , nell’apposito foro B,
dopo aver inserito il perno rilasciare la testa.

(Figura 4):Posizionare il tenditore ,contro catena o cinghia, e serrare il bullone C .

(Figura 5):Estrarre perno A (@3m\m) da foro B .

Instructions 2:

For all the tensioners TO TA ET ETH also the one including pulleys or sprockets.

(Picture 1) Get ready the bolt A (83m/m) and the tensioner.

(Picture 2) Push the tensioner head to the end of stroke thanks to a press or by hand.
(Picture 3) Put In the bolt A ( @3m/m) in the bore B, without releasing the tensioner head,
then you can release the head.

(Picture 4) Set up the tensioner against the chain or the belt and tighten the bolt C.
(Picture 5) Take off the bolt A ( @3m/m) from the bore B.
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pr— : ZETASASSI®
ey AS, —?:-’ ISTRUZIONI TENDITORI LINEARI Authentic Maker since1979
’ &

LINEAR TENSIONERS INSTRUCTIONS Made in taly

| tenditori lineari automatici devono:

-Essere montati sul tratto lento della catena o cinghia di trasmissione.

-Se possibile essere montati all'esterno della catena o cinghia. Possono essere montati anche all'interno con spinta della trasmissione verso I'esterno (figura D).

-Essere montati in maniera tale che I'angolo che si crea nella catena o nella cinghia nel tratto di tensione sia centrale con I'asse del tenditore, cosi da poter far lavorare il tenditore
linearmente, figura A-B-C-D-l montaggio corretto, figura E-F-G montaggio non corretto.

-In un tratto molto lungo da tensionare si possono mentare anche pidl tenditori.

-Nel caso le ruote siano di diametri differenti, meglio tensionare vicino alla ruota pitl piccola 0 comunque vicino alla ruota conduttrice, mantenendo I'allineamento assiale con il tenditore e la
trasmissione, come spiegato sopra ( figura | ).

-In caso di trasmissione alternata o reversibile ( figura H ) & necessario montare due tenditori, perché quando il moto sara alternato la parte lenta della catena o della cinghia diventera quella
in tensione e viceversa. E’ importante in questo metodo di montaggio, installare il tenditore in maniera che quando la catena o cinghia sia al massime della tensione il tenditore non sia a fine
corsa, ma abbia ancora almeno 2 0 4 m\m di corsa.

Tendicatena

La scelta tra pattino in polietilene o il pignone tendicatena varia a seconda della velocita della catena, della temperatura di utilizzo creata dall'atfrito e dalla temperatura esterna alla
trasmissione. Quando necessita I'uso del pignone tendicatena tenere presente, per il posizionamento ideale, di inserire almeno tre rulli della catena nei denti del pignone come in figura Z, e
che la distanza tra la ruota di trasmissione pit vicina e il primo dente ingranato nel pignone tendicatena deve essere almeno di 4/6 maglie, a seconda della grandezza della catena.

Pattino tendicatena ( testa di tensionatura )

Per scegliere |a testa di tensionatura per la catena e la posizione corretta di montaggio, bisogna far si che la catena lavori su piti rulli possibili; quindi a seconda della lunghezza e dell'angolo
di sviluppo della trasmissione si potra scegliere tra testa TONDA oppure testa OVALE ( figure L-M ). Si consiglia di utilizzare le teste modello OVALE che grazie al loro raggio di lavoro migliorano
I'appoggio e lo scarico d'attrito mantenendo la trasmissione di minor lunghezza, quindi minor temperatura e minore usura sia del pattino che della catena ( figura L ).

Per i tratti di catena molto lunghi & consigliabile utilizzare le teste ad arco, tendicatena modello TA-NTA, anche qui sono disponibili raggi di lavoro differenti, differenziati dalle teste tonde ed
ovali.

Automatic linear tensioners must be:

-installed on the slack section of the transmission chain or belt .

-installed, if possible, on the outside of the chain or belt. They can also be installed on the inside, with the thrust of the transmission outward (figure D).

-They should be installed in such a way that the angle created in the chain or belt in the tensioned section is central with the axis of the tensioner, so that the tensioner works linearly. Figures
A-B-C-D-l illustrate correct installation, figures E-F-G illustrate improper installation.

-If the section to be tensioned is very long, several tensioners can be installed.

-If the wheels have different diameters it is better to tension close to the smallest wheel or, in any case, close to the drive wheel, maintaining linear axial alignment with the tensioner, as
explained above (figure I).

-In case of alternate or reversible transmission (figure H), it is necessary to install two tensioners, because when motion is alternated the slack portion of the chain or belt will become the
tensioned part and vice versa. It is important in this method of assembly to install the tensioner so that when the chain or belt is at the maximum tension the tensioner is not at the end of its
stroke but has at least 2 or 4 mm of residual stroke.

Chain tensioner

The choice between the shoe in polyethylene or the chain tensioning pinion will depend on the speed of the chain, the amount of heat generated by friction and the temperature external to
the transmission. When it is necessary to use the chain tensioning pinion, bear in mind that, for ideal positioning, there should be at least three rollers of the chain in the teeth of the pinion as
shown in figure Z, and that the distance between the nearest wheel of transmission and the first tooth geared into the chain tensioning pinion should be at least 4/6 links, depending on the
size of the chain.

Chain tensioning shoe (tensioning head)

To select the tensioning head for the chain and the correct position for installation, it is necessary to have the chain work on as many rollers as possible; therefore, depending on the length
and the angle of development of the transmission, you can choose between the ROUND head and the OVAL (figures L-M). We recommend using the OVAL head model that, thanks to its radius
of operation, improves contact and discharge of friction, maintaining the fransmission as short as possible, thus achieving lower temperature and less wear of both the shoe and the chain
(figure L).

For very long sections of chain we recommend using the arched heads, chain tensioner model TA-NTA, which is also available in different working radii, differentiated between round and oval
heads.

1 I

T
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TENDITORE ROTANTE AUTOMATICO TIPO TC-05  putrone mare cetaro

AUTOMATIC ROTARY TENSIONER TC-05 TYPE Made in Italy

Tenditori automatici rotanti a molla TCO5 costituiti
da base e leva in materiale plastico POM. Angolo
utile di tensionatura 75° in entrambi i sensi di
rotazione.

TCO5 rotating  spring-action  tensioners
consisting of a base and lever in POM plastic
material. Tensioning angle 75° in both directions
of rotation.

118
FcHR7
-
code Newton A Kg.
TCO5 30-80 @ 6,5m/m 0,22
TC0585 30-80 @8,5m/m 0,22
TC05105 30-80 @ 10,5 m/m 0,22
TC05125 30-80 @ 12,5 m/m 0,22
TCO5M8 30-80 M8 x 1,25 0,22
TCO5M10 30-80 M10x 1,5 0,22
TCO5M12 30-80 M12x 1,75 0,22
. ZETASASSI®
100% Alimentare TENDITORE ROTANTE AUTOMATICO TIPO TC-08 Authentic Maker since1979
100% For Food Industry AUTOMATIC ROTARY TENSIONER TC-08 TYPE Made in Italy
Tenditori automatici rotanti alimentari a molla
TCO08 costituiti da base e leva in materiale sn.mw 55
plastico e colorante alimentare, perno centrale i A I e
e particolari di serraggio in AISI 316L, elementi /l EwToN \f‘ : a NEWDP\ ]
elastici in AISI 302. Angolo utile di tensionatura - d ; o
60° in entrambi i sensi di rotazione. . )
TCO08 automatic rotating spring-action tensioners
for the food industry, consisting of a bhase and 86.5 P
lever in plastic material and food-grade dye, A% P 133
central rod and locking part in AISI 316L, elastic A > AR\ W “ 5
elements in AISI 302. Tensioning angle 60° in Y P i T =
both directions of rotation. 4 CH27
93 45 @
N\ =
210N— w M10x1.5 >
150N 5
S o
90N
4DN—/ -70 -3 ‘*5
code A Kg.
TCO8INOX 40-210 @ 6,3 m/m 0,25
TCO8INOX85 40-210 @ 8,5m/m 0,25
TCO8INOX105 40-210 10,5 m/m 0,25
TCO8INOX125 40-210 @12,5m/m 0,25
TCO8INOXM8 40-210 M8 x 1,25 0,25
TCO8INOXM10 40-210 M10x 1,5 0,25
TCO8INOXM12 40-210 M12x 1,75 0,25
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TENDITORE ROTANTE AUTOMATICO TIPO TC1 Gl

Authentic Maker since1979
Made in Italy

AUTOMATIC ROTARY TENSIONER TC1 TYPE

Tenditori automatici rotanti a molla TC1 costituiti
da base e leva in una speciale lega di alluminio
robustissima, con un carico di rottura di 440MPa,
ed antigrippaggio. Angolo utile di tensionatura
60° in entrambi i sensi di rotazione.

TC1 automatic rotating spring-action tensioners
consisting of a base and lever in special very
sturdy antiseize aluminium alloy with tensile
strength of 440MPa. Tensioning angle 60° in both
directions of rotation.

code Newton A

TC1 50-180 08,2 m/m 045  AGGIUNGERE “ING” AL CODICE
TC1105 50-180 @10,5 m/m 045  PER LINGRASSATORE (B)
TC1125 50-180 @12,5m/m 0,45 ADD “ING” TO THE CODE FOR
TC1145 50-180 0 14,5 m/m 0,45 THE GREASER (B)
TC1M10 50-180 M10x1,5 0,45

TC1M12 50-180 M12x1,75 , TC1+ING = TC1ING
TCIM16 50-180 M16 x 2 045 TCIMIZ-+ING =TCIM12NG

TENDITORE ROTANTE AUTOMATICO TIPO TC2
AUTOMATIC ROTARY TENSIONER TC2 TYPE

ZETASASSI®
Authentic Maker since1979
Made in Italy

Tenditori automatici rotanti a molla TC2 costituiti
da base e leva in una speciale lega di alluminio
robustissima, con un carico di rottura di 440MPa,
ed antigrippaggio. Angolo utile di tensionatura
45° in entrambi i sensi di rotazione.

TC2 automatic rotating spring-action tensioners
consisting of a base and lever in very sturdy
antiseize aluminium alloy with tensile strength of
440MPa. Tensioning angle 45° in both directions
of rotation.

code
TC2
TC2105
TC2125
TC2145
TC2165
TC2185
TC2M10
TC2M12
TC2M16
TC2M20

Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti

—

45°

NEWTON —=

Newton
120-500
120-500
120-500
120-500
120-500
120-500
120-500
120-500
120-500
120-500

CHz7

A
@ 8,2 m/m
@ 10,5 m/m
@ 12,5 m/m
@ 14,5 m/m
@ 16,5 m/m
@ 18,5 m/m
M10x1,5
M12x 1,75
M16 x 2
M20 x 2,5

Kg.
0,89
0,89
0,89
0,89
0,89
0,89
0,89
0,89
0,89
0,89

Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com 17



2017 Top sellers ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h

= ; ZETASASSI®
; . T, 17 .' 17} TENDICATENA ROTANTE AUTOMATICO TIPO TCP nartic Maker sinaa1a78
g { ®

® AUTOMATIC ROTARY CHAIN TENSIONER TCP TYPE Made in Italy

Tendicatena automatici rotanti
a molla TCP costituiti da base e
leva. Angolo utile di tensionatura
45° 60° 75° in entrambi i sensi
di rotazione. Forniti di pattino
tendicatena in polietilene
1'000°000 UHMW.

|
wo
e
| |
L1l

TCP1 automatic rotating spring-
action chain tensioners consisting
of a base and lever. Tensioning
angle 45° 60° 75° in both
directions of rotation. Equipped
with chain tensioning shoe in
polyethylene 1,000,000 UHMW.

TCPO50U TCPOSTU 30-80 <1/2" x 5/16" 65 755 20 15 70 75° 34 10 M10x15 20 100 35 0,29
TCP05038S  TCPO5T38S 30-80 3/8"x7/32" 06B1 65 755 20 15 70 75° 34 10 MiOx15 20 100 35 029
TCP05038D  TCPO5T38D 30-80 3/8"x7/32" 06B2 65 755 20 15 70 75° 34 10 MiOx15 20 100 35 029
TCP05012S  TCPO5T12S 30-80 1/2"x5/16” 08B1 65 755 20 15 70 75° 34 10 M10x15 20 100 35 029
TCP0O5012D  TCPO5T12D 30-80 1/2"x5/16" 08B2 65 755 20 15 70 75° 34 10 M10x15 20 100 35 0,29
TCP10U TCP1TU 50-180 <1/2" x 5/16" 70 8.5 20 15 70 60° 34 10 M10x15 20 100 35 0,53
TCP1038S TCP1T38S 50-180 3/8"x7/32" 06B1 70 865 20 15 70 60° 34 10 Mi10x15 20 100 35 0,53
TCP1038D TCP1T38D 50-180 3/8"x7/32" 06B2 70 865 20 15 70 60° 34 10 MiOx15 20 100 35 053

TCP1T38T 50-180 3/8"x7/32" 06B3 70 865 26 15 70 60° 34 10 MiOx15 20 100 35 0,54
TCP1012S TCP1T12S 50-180 1/2"x5/16” 08B1 70 865 20 15 70 60° 34 10 Mi10x15 20 100 35 0,53
TCP1012D TCP1T12D 50-180 1/2"x5/16” 08B2 70 865 20 15 70 60° 34 10 Mi10x15 20 100 35 0,53

TCP1T12T 50-180 1/2" x5/16” 08B3 70 86.5 345 15 70 60° 34 10 M10x15 20 100 35 0,55
TCP1058S TCP1T58S 50-180 5/8"x3/8" 10B1 70 865 22 15 90 60° 44 14 Mi10x15 20 120 45 0,56
TCP1058D TCP1T58D 50-180 5/8"x3/8" 10B2 70 86.5 25 15 90 60° 44 14 MI10x15 20 120 45 0,58

TCP1T58T 50-180 5/8"x3/8" 10B3 70 86.5 415 15 90 60° 44 14 MI10x15 20 120 45 0,62
TCP1034S TCP1T34S 50-180  3/4"x7/16 12B1 70 865 22 15 90 60° 44 14 Mi0x15 20 120 45 0,56
TCP1034D TCP1T34D 50-180  3/4"x7/16 12B2 70 865 30 15 90 60° 44 14 Mi0x15 20 120 45 0,59

TCP1T34T 50-180  3/4”x7/16 12B3 70 865 49 15 90 60° 44 14 Mi10x15 20 120 45 064
TCP101S TCP1T1S 50-180  1"x17m\m 16B1 70 865 25 15 110 60° 54 185 M10x15 25 140 55 0,62
TCP2012S TCP2T12S 120-500  1/2"x5/16” 08B1 90 100 20 18 70 45° 34 10 Mi2x1,75 20 100 35 0,97
TCP2012D TCP2T12D 120-500  1/2"x5/16” 08B2 90 100 20 18 70 45° 34 10 Mi2x1,75 20 100 35 0,97

TCP2T12T 120-500  1/2"x5/16” 08B3 90 100 345 18 70 45° 34 10 Mi12x1,75 20 100 35 0,99
TCP2058S TCP2T58S 120-500 5/8"x3/8" 10B1 90 100 22 18 90 45° 44 14 WMi2x1,75 20 120 45 1,00
TCP2058D TCP2T58D 120-500 5/8"x3/8" 10B2 90 100 25 18 90 45° 44 14 Mi12x1,75 20 120 45 1,02

TCP2T58T 120-500 5/8"x3/8" 10B3 90 100 415 18 90 45° 44 14 Mi12x1,75 20 120 45 1,06
TCP2034S TCP2T34S 120-500 3/4”x7/16 12B1 90 100 22 18 90 45° 44 14 Mi2x175 20 120 45 1,00
TCP2034D TCP2T34D 120-500 3/4”x7/16 12B2 90 100 30 18 90 45° 44 14 Mi2x175 20 120 45 1,03

TCP2T34T 120-500 3/4”x7/16 12B3 90 100 49 18 90 45° 44 14 Mi2x175 20 120 45 1,08
TCP201S TCP2T1S 120-500 1"x17m\m 16B1 90 100 25 18 110 45° 54 185 M12x175 25 140 55 1,06

TCP2T1D 120-500 1"x17m\m 16B2 90 100 46 18 110 45° 54 185 Mi2x175 25 140 55 1,113

TCP20114S ~ TCP2T114S 120-500 1"1/4x3/4" 20B1 90 100 25 18 110 45° 54 185 Mi12x1,75 25 140 55 1,06
TCP20112S  TCP2T112S 120-500 1"1/2x1" 24B1 90 100 25 18 110 45° 54 185 Mi12x1,75 25 140 55 1,06

18 Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com



2017 Top sellers ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h

| = ZETASASSI®
E &= o AUTOMATIC ROTARY BELT TENSIONER TCPU TYPE Made in ltaly
Tendicinghia automatici rotanti a molla —~—8B — ¢
Tp‘PU cpstitu iti da base e Ieva.. Angolo uti]g /f..l —==1D Bl
di tensionatura 45° 60° 75° in entrambi i E*
sensi di rotazione. (. m
Fornii di rullo tendicinghia folle, compreso NEWTON —| ' !
di cuscinetti a doppia schermatura. F 4
TCPU automatic rotating spring-action A a i : 1 ?
belt tensioners consisting of a base and T e i i
lever. Tensioning angle 45° 60° 75° in both vl N U 3
directions of rotation. Equipped with idle R - Py
belt tensioner roller with double-shielded N % T 83 ;
bearings. A 2 E®
R,
BA
=
M =)
BA -—

Newton A A B B1 C D = M material :
TC0O5PU3035AC 30-80 65 755 30 35 15 25 75° M10x1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 0,36
TC05PU3035AL 30-80 65 75,50 301350 5260 752 M10x1,5 ALLUMINIO-ALUMINIUM 0,30
TCO5PU3035NY 30-80 65 755 30 35 15 25 75° M10x1,5 NYLON 0,29
TCO5PU4045NY 30-80 65 755 40 45 15 6 75° M10x1,5 NYLON 0,38
TCO5PU5050AC 30-80 65 755 50 50 15 2,5 75° M10x 1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 0,85
TCO5PU5050AL 30-80 GO 7SO a0 0T 6N 2.5 N HE M10x1,5 ALLUMINIO-ALUMINIUM 0,54
TCO5PU5050NY 30-80 65 755 50 50 15 25 75° M10x1,5 NYLON 0,44
TC1PU3035AC 50-180 70 865 30 35 15 2,5 60° M10x 1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 0,60
TC1PU3035AL 50-180 70 865 30 35 15 25 60° M10x1,5 ALLUMINIO-ALUMINIUM 0,54
TC1PU3035NY 50-180 70 865 30 35 15 25 60° M10x1,5 NYLON 0,53
TC1PU4045NY 50-180 70 865 40 45 15 6 60° M10x1,5 NYLON 0,60
TC1PU5050AC 50-180 70 865 50 50 15 25 60° M10x1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 1,06
TC1PU5050AL 50-180 70 865 50 50 15 2,5 60° M10x 1,5 ALLUMINIO-ALUMINIUM 0,75
TC1PU5050NY 50-180 70 8.5 50 50 15 25 60° M10x1,5 NYLON 0,66
TC1PU6060AC 50-180 70 865 60 60 15 25 60° M10x 1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 1,57
TC1PUB060AL 50-180 70 865 60 60 15 25 60° M10x1,5 ALLUMINIO-ALUMINIUM 0,98
TC1PUBOGONY 50-180 70 865 60 60 15 2,5 60° M10x 1,5 NYLON 0,72
TC1PUBDBOAC 50-180 70 865 8 80 15 25 60° M10x1,5 ACCIAIO ZINCATO-GALVANIZED STEEL 3,15
TC1PUBDBOAL 50-180 70 865 8 80 15 25 60° M10x1,5 ALLUMINIO-ALUMINIUM 1,59
TC1PUBDBONY 50-180 70 865 8 80 15 25 60° M10x1,5 NYLON 1,07
TC2PU4045NY 120-500 90 100 40 45 18 6  45° M12 x 1,75 NYLON 1,04
TC2PU5050AC 120-500 90 100 50 50 18 25 45° Mi12x1,75 ACCIAIO ZINCATO-GALVANIZED STEEL 1,51
TC2PU5050AL 120-500 90 100 50 50 18 2,5 45° M12x1,75 ALLUMINIO-ALUMINIUM 1,20
TC2PU5050NY 120-500 90 100 50 50 18 2,5 45° M12 x1,75 NYLON 1,10
TC2PU6060AC 120-500 90 100 60 60 18 2,5 45° M12x 1,75 ACCIAIO ZINCATO-GALVANIZED STEEL 2,01
TC2PU6060AL 120-500 90 100 60 60 18 2,5 45° M12 x1,75 ALLUMINIO-ALUMINIUM 1,41
TC2PUBOGONY 120-500 90 100 60 60 18 2,5 45° M12x1,75 NYLON 1,15
TC2PUB080AC 120-500 90 100 80 80 18 2,5 45° M12 x 1,75 ACCIAIO ZINCATO-GALVANIZED STEEL 3,58
TC2PUBDB0AL 120-500 90 100 80 80 18 2,5 45° M12x1,75 ALLUMINIO-ALUMINIUM 2,03
TC2PUBDBONY 120-500 90 100 80 80 18 25 45° M12 x 1,75 NYLON 1,50
TC2PUB090AC 120-500 90 100 80 90 18 2,5 45° M12x1,75 ACCIAIO ZINCATO-GALVANIZED STEEL 4,02
TC2PUB0D9DAL 120-500 90 100 80 90 18 25 45° M12x1,75 ALLUMINIO-ALUMINIUM 2,20
TC2PUBO9ONY 120-500 90 100 80 90 18 25 45° M12x1,75 NYLON 1,58
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TENDICATENA ROTANTE AUTOMATICO TIPO TCR-AC ZETISASSI®

Authentic Maker since1979
Made in Italy

AUTOMATIC ROTARY CHAIN TENSIONER TCR-AC TYPE

_._C

Tendicatena automatici rotanti a molla
TCR-AC costituiti da base e leva. Angolo —— B =—
utile di tensionatura 45° 60° 75° in E* [
entrambi i sensi di rotazione. Forniti di 1
pignone tendicatena folle e cuscinetti NEWTON f!i il ;
con doppia schermatura modello AC. F I
‘s a > :ULIF ;‘

TCR-AC automatic rotating spring-action L = % 3 L
chain tensioners consisting of a base & Y= ATa b .
and lever.Tensioning angle 45° 60° 75° ! E N @ 2
in both directions of rotation. Equipped R o
with idle chain tensioner pinion and
double-shielded bearings model AC.

=

=

=3

A

code Newton chain Z de dp BA A B C E°® M Ka.
TCRO5AC38S 30-80 3/8" x 7/32" 06B1 21 68 63,91 65 75,5 9,1 15 75° M10x1,5 0,42
TCRO5AC12SZ14 30-80 1/2" x 5/16" 08B1 14 61,8 57,07 65 755 9,1 15 75°¢ M10x 1,5 0,42
TCRO5AC12S 30-80 1/2" x 5/16” 08B1 16 69,5 65,1 65 75,5 9,1 15 75° M10x 1,5 0,44
TCR1AC38S 50-180 3/8" x 7/32" 06B1 21 68 63,91 70 86.5 9,1 15 60° M10x1,5 0,65
TCR1AC38D 50-180 3/8" x 7/32" 06B2 21 68 63,91 70 86.5 11 15 60° M10x1,5 0,78
TCR1AC125Z14 50-180 1/2" x 5/16" 08B1 14 61,8 57,07 70 86.5 9,1 15 60° M10x1,5 0,66
TCR1AC12S 50-180 1/2” x 5/16” 08B1 16 69,5 65,1 70 86.5 9,1 15 60° M10x1,5 0,67
TCR1AC12D 50-180 1/2” x 5/16” 08B2 16 69,5 65,1 70 86.5 12,5 15 60° M10x1,5 0,86
TCR1AC58S 50-180 5/8" x 3/8" 10B1 17 93 86,39 70 86.5 9,1 15 60° M10x1,5 0,87
TCR1AC58D 50-180 5/8" x 3/8" 10B2 17 93 86,39 70 86.5 15,3 15 60° M10x1,5 1,36
TCR1AC345Z13 50-180 3/4" x 716" 12B1 13 87,5 79,59 70 86.5 9,1 15 60° M10x 1,5 0,94
TCR1AC34S 50-180 3/4”x7/16” 12B1 15 99,8 91,63 70 86.5 9,1 15 60° M10x1,5 0,98
TCR1AC34D 50-180 3/4" x7/16” 12B2 15 99,8 91,63 70 86.5 17,6 15 60° M10x1,5 1,61
TCR1AC1S 50-180 1" x17m\m  16B1 12 109 98,14 70 86.5 11,3 15 60° M10x1,5 1,25
TCR2AC125Z14 120-500 1/2" x 5/16" 08B1 14 61,8 57,07 90 100 9,1 18 45° M12 x1,75 1,10
TCR2AC12S 120-500 1/2” x 5/16” 08B1 16 69,5 65,1 920 100 9,1 18 45° M12 x 1,75 1510
TCR2AC12D 120-500 1/2" x 5/16” 08B2 16 69,5 65,1 90 100 12,5 18 45° M12x1,75 1,29
TCR2AC58S 120-500 5/8" x 3/8" 10B1 17 93 86,39 90 100 9,1 18 45° M12 x 1,75 1,31
TCR2AC58D 120-500 5/8" x 3/8" 10B2 17 93 86,39 90 100 15,3 18 45° M12 x1,75 1,80
TCR2AC345Z13 120-500 3/4" x 716" 12B1 13 87,5 79,59 90 100 9,1 18 45° M12 x 1,75 1,35
TCR2AC34S 120-500 3/4" x7/16” 12B1 15 99,8 91,63 90 100 9,1 18 45° M12x 1,75 1,41
TCR2AC34D 120-500 3/4" x 7/16" 12B2 15 998 91,63 90 100 17,6 18 45° M12 x 1,75 2,05
TCR2AC1S 120-500 1" x17m\m  16B1 12 109 98,14 90 100 11,3 18 45° M12x1,75 1,69
TCR2AC114S 120-500  1"1/4 x3/4” 20B1 9 108 92,84 90 100 11,3 18 45° M12 x 1,75 1,66
TCR2AC112S 120-500 1"1/2x1"  24B1 9 1264 1114 20 100 13,8 18 45° M12 x 1,75 2,22
TCR2AC134S 120-500 1"3/4 x 1"1/4 28B1 9 1484 129,96 90 100 16,3 18 45° M12 x 1,75 3,21
TCROBAC38SINOX 40-210 3/8” x 7/32” 06B1 21 68 63,9 70 86,5 9,1 15,5 60° M10x1,5 0,46
TCRO8BAC12SINOX 40-210 1/2” x 5/16” 08B1 16 69,5 65,1 70 86,5 9,1 15,5 60° M10x1,5 0,48
TCROBAC58SINOX 40-210 5/8" x 3/8" 10B1 7 93 86,39 70 86,5 9,1 15,6 60° M10x1,5 0,68
TCROBAC34SINOX 40-210 3/4” x 716" 12B1 15 998 91,63 70 86,5 9,1 15,6 60° M10x1,5 0,79
TCROBAC1SINOX 40-210 1"x17m\m  16B1 12 109 98,14 70 86,5 11,3 155 60° M10x1,5 1,04
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— [ ZETASASSI®

=245 ¥77) TENDICATENA ROTANTE AUTOMATICO TIPO TCR-RS RD RT  pyentc wakerscetsro
“=““¢=® AUTOMATIC ROTARY CHAIN TENSIONER TCR-RS RDRT TYPE ~ Made in tly

Tendicatena automatici rotanti a molla
TCR costituiti da base e leva. Angolo

utile di tensionatura 45° 60° 75° in ’ 0
entrambi i sensi di rotazione. Forniti di Amﬁ 2
pignone tendicatena folle e cuscinetti

con doppia schermatura modello RS I,

TCR automatic rotating spring-action
chain tensioners consisting of a base
and lever.Tensioning angle 45° 60°
75° in both directions of rotation.
Equipped with idle chain tensioner
pinion and double-shielded bearings
model RS RD RT.

Distanziale Spacer

Newton chain
TCRO5RS38 30-80 3/8" x 7/32" 06B1 15 493 4581 65 75,5 6.5 15 75° M10x1,5 0.31
TCRO5RS12 30-80 1/2" x 5/16" 08B1 15 65,5 61,09 65 759 6.5 15 75° M10x 1,5 0,38
TCR1RS38 50-180 3/8" x 7/32" 06B1 15 493 45,81 70 86.5 6,5 15 60° M10x1,5 0,54
TCR1RD38 50-180 3/8" x 7/32" 06B2 15 493 45,81 70 86.5 11,5 15 60° M10x1,5 0,61
TCR1RT38 50-180 3/8” x 7/32" 06B3 15 49,3 45,81 70 86.5 16,5 15 60° M10x 1,5 0,67
TCR1RS12 50-180 1/2" x 5/16" 08B1 15 65,5 61,09 70 86.5 6,5 15 60° M10x1,5 0,61
TCR1RD12 50-180 1/2" x 5/16” 08B2 15 655 61,09 70 86.5 13,45 15 60° M10x1,5 0,76
TCR1RT12 50-180 1/2" x 5/16” 08B3 15 65,5 61,09 70 86.5 20,4 15 60° M10x 1,5 0,91
TCR1RS58 50-180 5/8" x 3/8" 10B1 15 83 76,36 70 86.5 8,5 15 60° M10x1,5 0,77
TCR1RD58 50-180 5/8" x 3/8" 10B2 15 83 76,36 70 86.5 16,75 15 60° M10x 1,5 1,06
TCR1RT58 50-180 5/8" x 3/8" 10B3 15 83 76,36 70 86.5 25 15 60° M10x1,5 1,36
TCR1RS34 50-180 3/4" x 7/16"12B1 15 998 91,63 70 86.5 8,5 15 60° M10x1,5 0,97
TCR1RD34 50-180 3/4” x 7/16"12B2 15 998 91,63 70 86.5 18,25 15 60° M10x 1,5 1,47
TCR1RT34 50-180 3/4" x 7/16"12B3 15 99,8 91,63 70 86.5 28 15 60° M10x1,5 1,98
TCR2RS38 120-500 3/8" x 7/32" 06B1 15 49,3 45,81 90 100 6,5 18 45° M12x 1,75 0,98
TCR2RD38 120-500 3/8" x 7/32"” 06B2 15 49,3 4581 90 100 11,5 18 45° M12x 1,75 1,04
TCR2RT38 120-500 3/8" x 7/32" 06B3 15 493 4581 90 100 16,5 18 45° M12x 1,75 1,11
TCR2RS12 120-500 1/2" x 5/16” 08B1 15 65,5 61,09 90 100 6,5 18 45° M12 x1,75 1,056
TCR2RD12 120-500 1/2" x 5/16" 08B2 15 65,5 61,09 90 100 13,45 18 45° M12x 1,75 1,19
TCR2RT12 120-500 1/2” x 5/16” 08B3 15 65,5 61,09 90 100 20,4 18 45° M12 x 1,75 1,34
TCR2RS58 120-500 5/8" x 3/8" 10B1 15 83 76,36 90 100 8,5 18 45° M12 x 1,75 1,21
TCR2RD58 120-500 5/8" x 3/8" 10B2 15 83 76,36 90 100 16,75 18 45° M12 x 1,75 1,49
TCR2RT58 120-500 5/8" x 3/8" 10B3 15 83 76,36 90 100 25 18 45° M12 x 1,75 1,78
TCR2RS34 120-500 3/4" x 7/16"12B1 15 99,8 91,63 90 100 8,5 18 45° M12 x 1,75 1,40
TCR2RD34 120-500 3/4" x 7116"12B2 15 99,8 91,63 90 100 18,25 18 45° M12 x 1,75 1,90
TCR2RT34 120-500 3/4" x 7/16"12B3 15 99,8 91,63 90 100 28 18 45° M12x 1,75 2,40
TCR2RS1 120-500 17 x 17m\m 16B1 13 117 106,12 90 100 10 18 45° M12x 1,75 1,82
TCR2RD1 120-500 1”7 x 177m\m 16B2 12 109 98,14 90 100 21,3 18 45° M12x 1,75 2,52
TCR2RT1 120-500 1" x17m\m 16B3 12 109 98,14 90 100 43,3 18 45° M12x 1,75 3,31
TCR2RD114 120-500 1"1/4 x 3/4” 20B2 9 108 92,84 90 100 295 18 45° M12x 1,75 2,46
TCR2RD112 120-500 1"1/2x 17 24B2 9 1264 1114 90 100 38 18 45° M12 x 1,75 3,58

Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com 21



2017 Top sellers ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h

STAFFA DI SUPPORTO PER TENDITORI ROTANTI
SUPPORTING BRACKETS FOR ROTARY TENSIONERS

Staffe di supporto in acciaio zincato,
per tenditori rotanti a molla modello
TCeTR

Supporting brackets in galvanized steel
for rotating spring-action tensioners
model TC and TR

TC1-TR1 ABSTCTR1 75 48
TC2-TR2 ABSTCTR2 98 62 12,5 52

1056 38 86
111

6
8

50 20
65 25

STAFFE DI PRECARICO PER TENDITORI ROTANTI

PRELOADS BRACKETS FOR ROTARY TENSIONERS

16

9 9

11

ZETASASSI®
Authentic Maker since1979
Made in Italy

— i o
2
i Sy .
'B
l —— ri—D’/
A

12,5 0,36
16,5 0,80

ZETASASSI®
Authentic Maker since1979
Made in Italy

Precarichi e sistemi di sicurezza
antirotazione in acciaio zincato, per
tenditori rotativi a molla modello TC
& TR, forniti di grani di bloccaggio.
Da utilizzare in caso di montaggio su
superfici non perfette o irregolari.

——— () ———————

N*B-45* M5x0.8

Code: PRETCH1

Preloads and antirotation safety © ﬁ—r
systems in galvanized steel for rotating - o 25 35
spring-actions tensioners model TC & l

TR, equipped with blocking dowels. To
be used when installing the tensioners
on imperfect or irregular surfaces.

ISTRUZIONI TENDITORI ROTANTI TC

TC ROTARY TENSIONERS INSTRUCTIONS

—~—6

N'9-40* MBxL25— |

R45

ZETASASSI®
Authentic Maker since1979
Made in Italy

Per tutti i tenditori serie TC , anche composti da pulegge €\o testa in polietilene.
Allentare bullone A.

Ruotare esagono B fino a raggiungere la tensione desiderata (anche tramite tacche C).

Serrare il bullone A senza rilasciare esagono B.
Liberare esagono B.

For all the tensioners TC also for the one including pulleys or polyethylene head.
Loosen the bolt A.

Rotate the hexagon B as much as to get the right tension (also thanks to notche
Tighten the bolt A without release the hexagon B.

Release the hexagon B.

22
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s C).

Per tutti i tenditori serie TC , anche composti da pulegge e\o testa in polietilene.
Allentare bullone A (Il bullone A deve avere un diametro inferiore al foro dell'e-
sagono B. Es:TC1 @8 - TC2 ¢10).

Ruotare esagono B fino a raggiungere la tensione desiderata (anche tramite
tacche C).

Serrare il bullone A senza rilasciare esagono B.

Liberare esagono B.

For all the tensioners TC also the one including pulleys or polyethylene head.
Loosen the bolt A (The bolt A must have a diameter lower then the hole of the
hexagon B . ExTC1 8 TC2 010).

Rotate the hexagon B as much as to get the right tension

(thanks to notches C).

Tighten the bolt A without release the hexagon B.

Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com



2017 Top sellers ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h

TENDITORE ROTANTE AUTOMATICO TIPO RH
AUTOMATIC ROTARY TENSIONER RH TYPE

Tenditori automatici rotanti a gomma
RH costituiti da leva, base e coperchio
in una speciale lega di alluminio
robustissima, con un carico di rottura di
440MPa. Completamente smontabili,
hanno angolo utile di tensionatura 30°
in entrambi i sensi di rotazione.

RH automatic rotating tensioners with
rubber, consisting of a lever, base and
lid in a special, very sturdy, antiseize
aluminium alloy with tensile strength
of 440MPa. These tensioners can
be entirely disassembled and have
a tensioning angle of 30° in both
directions of rotation.

Newton A D
8 6
RH11165 10-120 8 6
RH11185 10-120 8 6
RH111105 10-120 8 6
RH111M6 10-120 8 6
RH111M8 10-120 8 6
RH111M10 10-120 8 6
RH111M12 10-120 8 6
RH155 30-280 8 61 66 8
RH15565 30-280 8 61 66 8
RH15585 30-280 8 61 66 8
RH155105 30-280 8 61 66 8
RH155125 30-280 8 61 66 8
RH155M6 30-280 8 61 66 8
RH155M8 30-280 8 61 66 8
RH155M10 30-280 8 61 66 8
RH155M12 30-280 8 61 66 8
RH188 50-500 10 75 80 10,5
RH18885 50-500 10 75 80 10,5
RH188105 50-500 10 75 80 10,5
RH188125 50-500 10 75 80 10,5
RH188M8 50-500 10 7] 80 10,5
RH188M10 50-500 10 75 80 10,5
RH188M12 50-500 10 75 80 10,5
RH277 80-1200 12 102 110 15
RH277105 80-1200 12 102 110 15
RH277125 80-1200 12 102 110 15
RH277M10 80-1200 12 102 110 15
RH277M12 80-1200 12 102 110 15
RH277M16 80-1200 12 102 110 15
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ZETASASSI®
Authentic Maker since1979
Made in Italy

B MPa-440

Lega di alluminio speciale
Special aluminium alloy

W=20° W=30°

35 8,5 0,75 05 M6x1

35 8,5 0,75 22 06,5 80 M6x1 0,18
35 8,5 0,75 22 085 80 Méx1 0,18
35 8,5 0,75 22 010,5 80 M6x1 0,18
35 8,5 0,75 22 M6 x 1 80 M6x1 0,18
35 8,5 0,75 22 M8x1,25 80 M6éx1 0,18
35 8,5 0,75 22 M10x1,5 80 M6x1 0,18
35 8,5 0,75 22 M12x1,75 80 M6x1 0,18
45 85 1,75 28 05 100 M8x1,25 0,35
45 8,5 1,75 28 06,5 100 M8x1,25 0,35
45 8,5 7S 28 085 100 M8x1,25 0,35
45 8,5 1,75 28 #10,5 100 M8x1,25 0,35
45 8,5 1,75 28 0125 100 M8x1,25 0,35
45 8,5 1,75 28 M6 x 1 100 M8x1,25 0,35
45 8,5 1,75 28 M8x1,25 100 M8x1,25 0,35
45 8,5 1,75 28 M10x1,5 100 M8x1,25 0,35
45 8,5 1,75 28 M12x1,75 100 M8x1,25 0,35
58 8,5 3,75 32 06,5 100 M10x1,5 0,64
58 8,5 3,75 32 085 100 M10x1,5 0,64
58 8,5 3,75 32 0 10,5 100 M10x1,5 0,64
58 8,5 3,75 32 0125 100 M10x1,5 0,64
58 8,5 3,75 32 M8x1,25 100 M10x1,5 0,64
58 8,5 3,75 32 M10x1,5 100 M10x1,5 0,64
58 8,5 3,75 32 M12x1,75 100 M10x1,5 0,64
78 10,5 4,75 50 085 130 M12x1,75 1,74
78 10,5 4,75 50 010,55 130 M12x1,75 1,74
78 10,5 4,75 50 012,5 130 M12x1,75 1,74
78 10,5 4,75 50 M10x1,5 130 M12x1,75 1,74
78 10,5 4,75 50 M12x1,75 130 M12x1,75 1,74
78 10,5 4,75 50 M16x2 130 M12x1,75 1,74
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TENDICATENA ROTANTE AUTOMATICO TIPO RHP  putrone tore s ta70
AUTOMATIC ROTARY CHAIN TENSIONER RHP TYPE

Made in Italy

Tendicatena automatici rotanti a gomma
RHP costituiti da leva, base e coperchio in
una speciale lega di alluminio robustissima,
con un carico di rottura di 440MPa.
Completamente smontabili, hanno angolo «
utile di tensionatura 30° in entrambi i sensi ./
di rotazione. Forniti di pattino tendicatena in
polietilene 1'000°000 UHMW.

M2x1,75 b 1

RHP automatic rotating chain tensioners “
with rubber, consisting of a lever, base
and lid In a special, very sturdy, antiseize
aluminium alloy with tensile strength of
440MPa. These tensioners can be entirely
disassembled and have a tensioning
angle of 30° in both directions of rotation.
Equipped with chain tensioning shoe in

polyethylene 1,000,000 UHMW.

Newton A D
RHP111T010U RHP111TO1TU 10-120 < 1/2" X5/116" 8 485 525 6 35 85 0,75 22 80  Mex1 20 34 70 10 20 100 35 0,26
RHP111T01038S RHP111TO1T38S  10-120 3/8"x7/32" 06B1 8 485 525 6 35 85 0,75 22 80  Méx1 20 34 70 10 20 100 35 0,26
RHP111T01038D RHP111T01T38D  10-120 3/8"x7/32" 06B2 8 485 525 6 35 85 0,75 22 80  Méx1 20 34 70 10 20 100 35 0,26
RHP111TO1T38T  10-120 3/8"x7/32" 06B3 8 485 525 6 35 85 0,75 22 80  Méxi 26 34 70 10 20 100 35 0,27
RHP111T01012S RHP111TO1T12S  10-120 1/2"x5/16" 08B1 8 485 525 6 35 85 0,75 22 80  M6x1 20 34 70 10 20 100 35 0,26
RHP111T01012D RHP111T01T12D  10-120 1/2"x5/16” 08B2 8 485 525 6 35 85 0,75 22 80  Méx1 20 34 70 10 20 100 35 0,28
RHP111TO1T12T  10-120 1/2"x5/16” 08B3 8 485 525 6 35 85 0,75 22 80 Mexi 345 34 70 10 20 100 35 0,30
RHP111T02058S RHP111T02T58S  10-120 5/8"x3/8" 10B1 8 485 525 6 35 85 0,75 22 80  Méxl1 22 44 90 14 20 120 45 0,30
RHP111T02058D RHP111T02T58D  10-120 5/8"x3/8" 10B2 8 485 525 6 35 8,5 0,75 22 80  Méx1 25 44 90 14 20 120 45 0,33
RHP111T02T58T  10-120 5/8"x 3/8” 10B3 8 485 525 6 35 85 0,75 22 80 Méx1 415 44 90 14 20 120 45 0,36
RHP155T010U RHP155TO1TU 30-280 < 1/2" X5/16" 8 61 66 8 45 85 1,75 28 100 MBx1,25 20 34 70 10 20 100 35 0,43
RHP155T01038S RHP155TO1T38S  30-280 3/8"x7/32" 06B1 8 61 66 8 45 85 1,75 28 100 M8x1,25 20 34 70 10 20 100 35 0,43
RHP155T01038D RHP155T01T38D  30-280 3/8"x7/32” 06B2 & 61 66 8 45 85 1,75 28 100 M8x1,25 20 34 70 10 20 100 35 043
RHP155TO1T38T  30-280 3/8"x7/32” 06B3 8 61 66 8 45 85 1,75 28 100 M8x1,25 26 34 70 10 20 100 35 0,44
RHP155T01012S RHP155T01T12S  30-280 1/2"x5/16" 08B1 8 61 66 8 45 85 1,75 28 100 M8x1,25 20 34 70 10 20 100 35 0,43
RHP155T01012D RHP155T01T12D  30-280 1/2"x5/16” 08B2 8 61 66 8 45 85 1,75 28 100 M8x1,25 20 34 70 10 20 100 35 0,44
RHP155TO1T12T  30-280 1/2"x5/16” 08B3 8 61 66 8 45 85 1,75 28 100 M8x1,25 345 34 70 10 20 100 35 0,46
RHP155T02058S RHP155T02T58S  30-280 5/8"x3/8" 10B1 8 61 66 & 45 85 1,75 28 100 M8x1,25 22 44 90 14 20 120 45 047
RHP155T02058D RHP155T02T58D  30-280 5/8"x3/8” 10B2 8 61 66 8 45 85 1,75 28 100 M8x1,25 25 44 90 14 20 120 45 0,49
RHP155TO2T58T  30-280 5/8"x3/8" 10B3 8 61 66 8 45 85 1,75 28 100 M8x1,25 415 44 90 14 20 120 45 0,53
RHP155T02034S RHP155T02T34S  30-280 3/4"x7/16" 12B1 8 61 66 8 45 85 1,75 28 100 M8x1,25 22 44 90 14 20 120 45 047
RHP155T02034D RHP155T02T34D  30-280 3/4"x7/16” 12B2 8 61 66 8 45 85 1,75 28 100 M8x1,25 30 44 90 14 20 120 45 0,50
RHP155T02T34T  30-280 3/4"x7/16” 12B3 8 61 66 8 45 85 1,75 28 100 M8x1,25 49 44 90 14 20 120 45 0,58
RHP188T01012S RHP188T01T12S  50-500 1/2"x5/16" 08B1 10 75 80 10,558 85 3,75 32 100 M10x1,5 20 34 70 10 20 100 35 0,73
RHP188T01012D RHP188T01T12D  50-500 1/2"x5/16” 08B2 10 75 80 10,558 8,5 3,75 32 100 M10x1,5 20 34 70 10 20 100 35 0,74
RHP188TO1T12T  50-500 1/2"x5/16” 08B3 10 75 80 10558 85 3,75 32 100 M10x1,5 345 34 70 10 20 100 35 0,76
RHP188T02058S RHP188T02T58S  50-500 5/8"x3/8" 10B1 10 75 80 10,558 85 3,75 32 100 M10x1,5 22 44 90 14 20 120 45 0,76
RHP188T02058D RHP188T02T58D  50-500 5/8"x3/8" 10B2 10 75 80 10,558 85 3,75 32 100 M10x1,5 25 44 90 14 20 120 45 0,79
RHP188T02T58T  50-500 5/8"x 3/8” 10B3 10 75 80 10,558 85 3,75 32 100 Mi0Ox1,5 415 44 90 14 20 120 45 0,82
RHP188T02034S RHP188T02T34S  50-500 3/4"x7/16" 12B1 10 75 80 10,558 8,5 3,75 32 100 M10x1,5 22 44 90 14 20 120 45 0,76
RHP188T02034D RHP188T02T34D  50-500 3/4"x7/16” 12B2 10 75 80 10,558 85 3,75 32 100 M10x1,5 30 44 90 14 20 120 45 0,79
RHP188T02T34T  50-500 3/4"x7/16” 12B3 10 75 80 10558 85 3,75 32 100 M10x1,5 49 44 90 14 20 120 45 0,87
RHP188T0301S  RHP188T03T1S 50-500 1" x17m\m 16B1 10 75 80 10,558 85 3,75 32 100 M10x1,5 25 54 110 185 25 140 55 0,81
RHP188T03T1D 50-500 1”"x17m\m 16B2 10 75 80 10,558 85 3,75 32 100 M10x1,5 46 54 110 185 25 140 55 0,88
RHP188T030114S RHP188T03T1145S 50-500 1"1/4x3/4" 20B1 10 75 80 10558 8,5 3,75 32 100 Mi10x1,5 25 54 110 18,5 25 140 55 0,81
RHP188T030112S RHP188T03T112S 50-500 1"1/2x1" 24B1 10 75 80 10,558 85 3,75 32 100 Mi0Ox1,5 25 54 110 185 25 140 55 0,81
RHP277T0301S  RHP277T03T1S 80-1200 1"x17m\m 16B1 12 102 110 15 78 10,5 4,75 50 130 Mi12x1,75 25 54 110 185 25 140 55 1,91
RHP277T03T1D 80-1200 1"x17m\m 16B2 12 102 110 15 78 10,5 4,75 50 130 M12x1,75 46 54 110 18,5 25 140 55 1,99
RHP277T030114S RHP277T03T114S 80-1200 1"1/4 x 3/4" 20B1 12 102 110 15 78 10,5 4,75 50 130 M12x1,75 25 54 110 18,5 25 140 55 1,91
RHP277T030112S RHP277T03T112S 80-1200 1"1/2x1" 24B1 12 102 110 15 78 10,5 4,75 50 130 M12x1,75 25 54 110 185 25 140 55 1,91
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([ F==H5Y75]  TENDICINGHIA ROTANTE AUTOMATICO TIPO RHPU  pupentcivaes smtors
iy =2~ AUTOMATIC ROTARY BELT TENSIONER RHPU TYPE Mt n

Tendicinghia automatici rotanti a gomma RHPU
costituiti da leva, base e coperchio in una
speciale lega di alluminio robustissima, con un
carico di rottura di 440MPa. Completamente
smontabili hanno angolo utile di tensionatura
30° in entrambi i sensi di rotazione. Forniti di
rullo tendicinghia folle, compreso di cuscinetti
a doppia schermatura.

RHPU automatic rotating belt tensioners with
rubber, consisting of a lever, base and lid in
a special, very sturdy antiseize aluminium
alloy with tensile strength of 440MPa. These
tensioners can be entirely disassembled
and have a tensioning angle of 30° in both
directions of rotation. Equipped with idle belt
tensioner roller with double-shielded bearings.

-

A D Q material
RHPU1113035AC 10-120 8 485 525 6 35 85 075 80 M6x1 25 35 30 5 ACCIAID ZINCATO-GALVANIZED STEEL (0,32
RHPU1113035AL 10-120 8 485 525 6 35 85 075 80 M6x1 25 35 30 5 ALLUMINIO-ALUMINIUM 0,27
RHPU1113035NY 10-120 8 485 525 6 35 85 075 80 M6x1 25 35 30 5 NYLON 0,25
RHPU1114045NY 10-120 8 485 525 6 35 85 075 80 M6x1 25 35 30 6 NYLON 0,35
RHPU1115050AC 10-120 8 485 525 6 3% 85 0,75 80 M6x1 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL (0,85
RHPU1115050AL 10-120 8 485 525 6 35 85 075 80 M6x1 2503530 7 ALLUMINIO-ALUMINIUM 0,54
RHPU1115050NY 10-120 8 485 525 6 35 85 0,75 80 M6x1 25 3 30 7 NYLON 0,44
RHPU1553035AC 30-280 8 61 66 8 45 85 1,75 100 M8x1,25 25 35 30 5 ACCIAID ZINCATO-GALVANIZED STEEL (0,49
RHPU1553035AL 30-280 8 61 66 8 45 85 175 100 M8x1i25 25 35 30 5 ALLUMINIO-ALUMINIUM 0,44
RHPU1553035NY  30-280 8 61 66 8 45 85 1,75 100 M8x125 25 35 30 5 NYLON 0,42
RHPU1554045NY 30-280 8 61 66 8 45 85 1,75 100 M8x1,25 25 35 30 6 NYLON 0,52
RHPU1555050AC 30-280 8 61 66 8 45 85 175 100 M8x1,25 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL 1,02
RHPU1555050AL 30-280 8 61 66 8 45 85 1,75 100 M8xi,25 25 35 30 7 ALLUMINIO-ALUMINIUM 0,71
RHPU1555050NY  30-280 8 61 66 8 45 85 1,75 100 M8x1,25 25 35 30 7 NYLON 0,61
RHPU1556060AC 30-280 8 61 66 8 45 85 1,75 100 M8x125 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL 1,49
RHPU1556060AL 30-280 8 61 66 8 45 85 175 100 M8x1,25 25 35 30 7 ALLUMINIO-ALUMINIUM 0,89
RHPU1556060NY 30-280 8 61 66 8 45 85 1,75 100 M8x125 25 35 30 7 NYLON 0,63
RHPU1884045NY  50-500 10 75 80 105 58 85 375 100 Mioxi5 25 35 30 6 NYLON 0,80
RHPU1885050AC 50-500 10 75 80 105 58 85 375 100 Miox1,5 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL 1,30
RHPU1885050AL  50-500 10 75 80 105 58 85 375 100 MIOx1,5 25 35 30 7. ALLUMINIO-ALUMINIUM 1,00
RHPU1885050NY  50-500 10 75 80 105 58 85 375 100 Mioxi,5 25 35 30 7 NYLON 0,90
RHPU1886060AC 50-500 10 75 80 105 58 85 375 100 M10xi,5 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL 1,78
RHPU1886060AL  50-500 10 75 80 105 58 85 375 100 Miox1,5 25 35 30 7 ALLUMINIO-ALUMINIUM 1,18
RHPU1886060NY  50-500 10 75 80 105 58 85 375 100 Mioxi,5 25 35 30 W NYLON 0,92
RHPU1888080AC 50-500 10 75 80 105 58 85 375 100 Miox1,5 25 35 30 7 ACCIAID ZINCATO-GALVANIZED STEEL 3 37
RHPU1888080AL 50-500 10 75 80 105 58 85 375 100 MIiOxi,5 25 35 30 7 ALLUMINIO-ALUMINIUM 1,82
RHPU1888080NY  50-500 10 75 80 105 58 85 375 100 MIioxi,5 25 35 30 7 NYLON 1,29
RHPU2774045NY 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 6 NYLON 1,95
RHPU2775050AC 80-1200 12 102 110 15 78 10,5 475 130 Mi2x1,75 6 45 40 7 ACCIAID ZINCATO-GALVANIZED STEEL 2,41
RHPU2775050AL 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ALLUMINIO-ALUMINIUM 2,10
RHPU2775050NY 80-1200 12 102 110 15 78 105 475 130 Mi2x1,75 6 45 40 7 NYLON 2,00
RHPU2776060AC 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ACCIAID ZINCATO-GALVANIZED STEEL 2 88
RHPU2776060AL 80-1200 12 102 110 15 78 105 475 130 Mi2x1,75 6 45 40 7 ALLUMINIO-ALUMINIUM 2,28
RHPU2776060NY 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 NYLON 2,03
RHPU2778080AC 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ACCIAIO ZINCATO-GALVANIZED STEEL 4,48
RHPU2778080AL 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ALLUMINIO-ALUMINIUM 2,92
RHPU2778080NY 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 NYLON 2,40
RHPU2778090AC 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ACCIAID ZINCATO-GALVANIZED STEEL 4,87
RHPU2778090AL 80-1200 12 102 110 15 78 105 4,75 130 Mi2x1,75 6 45 40 7 ALLUMINIO-ALUMINIUM 3,04
RHPU2778090NY 80-1200 12 102 110 15 78 10,5 4,75 130 Mi2x1,75 6 45 40 7 NYLON 2,44
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“';‘/'\7777 TENDICATENA ROTANTE AUTOMATICO TIPO RHR-AC  authenic totes siree1a79
e ~—"¢“®  AUTOMATIC ROTARY CHAIN TENSIONER RHR-AC TYPE ~ Madein taly

Tendicatena automatici rotanti a gomma RHR-
AC costituiti da leva, base e coperchio in una
speciale lega di alluminio robustissima, con un
carico di rottura di 440MPa. Completamente < wewTon
smontabili hanno angolo utile di tensionatura

30° in entrambi i sensi di rotazione. Forniti \ o
di pignone tendicatena folle e cuscinetti con .-
doppia schermatura modello AC. R,

[T1T]

\T\AI‘

O OO

LT

RHR-AC automatic rotating chain tensioners
with rubber, consisting of a lever, base and lid
in a special, very sturdy antiseize aluminium ot
alloy with tensile strength of 440MPa. These
tensioners can be entirely disassembled
and have a tensioning angle of 30° in both
directions of rotation. Equipped with idle chain
tensioner pinion and double-shielded bearings
model AC.

3
=]
0=
=
(9}

3% 85 075 80 Méx1 91 040
85 075 80 Mé6x1 11 0,52
3% 85 075 80 Méx1 91 042
3% 85 075 80 Mex1 12,5 0,60

A

RHR111AC38S  10-120 3/8"x7/32" 06B1 21 68 63,9 8 485 525
RHR111AC38D 10-120 3/8"x7/32" 06B2 21 68 63,9 8 485 525
RHR111AC12S  10-120 1/2"x5/16" 08B1 16 69,5 65,1 8 485 525
RHR111AC12D  10-120 1/2"x5/16” 08B2 16 69,5 65,1 8 485 525

oy Oy O O =]
w
()]

RHR155AC38S  30-280 3/8"x7/32" 06B1 21 68 63,9 8 61 66 8 45 85 175 100 M8x125 91 0,56
RHR155AC38D  30-280 3/8"x7/32” 06B2 21 68 63,9 8 61 66 8 45 85 175 100 M8x125 11 0,69
RHR155AC12S  30-280 1/2"x5/16" 08B1 16 69,5 65,1 8 61 66 8 45 85 1,75 100 M8x1,25 91 0,59
RHR155AC12D  30-280 1/2"x5/16” 08B2 16 69,5 65,1 8 61 66 8 45 85 1,75 100 M8x1,25 125 0,76
RHR155AC58S  30-280  5/8"x 3/8" 10B1 17 93 8639 8 61 66 8 45 85 1,75 100 M8x125 91 0,78
RHR155AC58D  30-280  5/8"x3/8” 10B2 17 93 8639 8 61 66 8 45 85 175 100 M8x125 153 1,28
RHR155AC34S  30-280 3/4"x7/16" 12B1 15 998 9163 8 61 66 8 45 85 175 100 M8x125 91 0,89
RHR155AC34D  30-280 3/4"x7/16” 12B2 15 99,8 91,63 8 61 66 8 45 85 175 100 M8x125 176 1,53
RHR155AC1S 30-280 1"x17m\m 16B1 12 109 98,14 8 61 66 8 45 85 1,75 100 M8x125 11,3 1,17
RHR155AC114S  30-280 1"1/4x3/4" 20B1 9 108 9284 8 61 66 8 45 85 1,75 100 M8x1,25 11,3 1,14

RHR188AC38S  50-500 3/8"x7/32" 06B1 21 68 639 10 75 80 105 58 85 375 100 MiOx1,5 971 085
RHR188AC38D  50-500 3/8"x7/32” 06B2 21 68 639 10 75 80 105 58 85 375 100 MiOx1,5 11 0,98
RHR188AC12S  50-500 1/2"x5/16" 08B1 16 695 651 10 75 80 105 58 85 375 100 Mi0x1,5 91 088
RHR188AC12D  50-500 1/2"x5/16” 08B2 16 695 651 10 75 80 105 58 85 375 100 MiOx1,5 125 1,05
RHR188AC58S  50-500  5/8"x3/8" 10B1 17 93 8639 10 75 80 105 58 85 375 100 MiOx1,5 91 1,07
RHR188AC58D  50-500  5/8"x3/8” 10B2 17 93 8639 10 75 80 105 58 85 375 100 Miox1,5 153 1,57
RHR188AC34S  50-500 3/4"x7/16" 12B1 15 998 9163 10 75 8 105 58 85 375 100 Mi0xi,5 91 1,18
RHR188AC34D  50-500 3/4"x7/16” 12B2 15 998 9163 10 75 80 105 58 85 375 100 MI10x1,56 176 1,82
RHR188AC1S 50-500 1"x17m\m 16B1 12 109 9814 10 75 80 105 58 85 375 100 MI10x1,5 11,3 1,46
RHR188AC114S 50-500 1"1/4x3/4" 20B1 9 108 9284 10 75 80 105 58 85 375 100 MIO0x1,5 11,3 1,43

RHR277AC38S 80-1200 3/8"x7/32" 06B1 21 68 639 12 102 110 15 78 105 475 130 Mi2x1,75 91 1,96
RHR277AC38D 80-1200 3/8"x7/32” 06B2 21 68 639 12 102 110 15 78 105 4,75 130 Mi2x1,75 11 2,08
RHR277AC12S  80-1200 1/2"x5/16" 08B1 16 69,5 651 12 102 110 15 78 105 475 130 Mi2x1,75 91 1,98
RHR277AC12D  80-1200 1/2"x5/16” 08B2 16 69,5 651 12 102 110 15 78 105 4,75 130 Mi2x1,75 125 2,16
RHR277AC58S 80-1200 5/8"x3/8" 10B1 17 93 8639 12 102 110 15 78 105 475 130 Mi2x1,76 91 2,18
RHR277AC58D  80-1200 5/8"x3/8" 10B2 17 93 8639 12 102 110 15 78 105 475 130 Mi12x1,75 153 267
RHR277AC34S  80-1200 3/4"x7/16" 12B1 15 99,8 9163 12 102 110 15 78 105 475 130 Mi2x1,75 91 2,29
RHR277AC34D  80-1200 3/4"x7/16” 12B2 15 998 9163 12 102 110 15 78 105 475 130 Mi12x1,75 176 291
RHR277AC1S ~ 80-1200 1"x17m\m 16B1 12 109 9814 12 102 110 15 78 105 475 130 M12x1,75 11,3 257
RHR277AC114S 80-1200 1"1/4x3/4" 20B1 9 108 9284 12 102 110 15 78 105 475 130 Mi12x1,75 11,3 253
RHR277AC112S 80-1200 1"1/2x1" 24B1 9 1264 1114 12 102 110 15 78 105 475 130 M12x1,75 13,8 3,09
RHR277AC134S 80-1200 1"3/4x1"1/4 28B1 9 1484 129,96 12 102 110 15 78 105 475 130 M12x1,75 16.3 4,09
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. ,% —-% 5v77) TENDICATENA ROTANTE AUTOMATICO TIPO RHR-RS RDRT (oo

Authentic Maker since1979

® AUTOMATIC ROTARY CHAIN TENSIONER RHR-RS RD RT TYPE Made in taly

Tendicatena automatici rotanti a gomma RHR
costituiti da leva, base e coperchio in una
speciale lega di alluminio robustissima, con
un carico di rottura di 440MPa.
Completamente smontabili hanno angolo
utile di tensionatura 30° in entrambii sensidi
rotazione. Forniti di pignone tendicatena folle i A
e cuscinetti con doppia schermatura modello b

RS RD RT.

RHR automatic rotating chain tensioners with L
rubber, consisting of a lever, base and lid in

a special, very sturdy antiseize aluminium
alloy with tensile strength of 440MPa. These
tensioners can be entirely disassembled
and have a tensioning angle of 30° in both '
directions of rotation. Equipped with idle
chain tensioner pinion and double-shielded
bearings model RS RD RT.

~D~

A D :
RHR111RS38 10-120  3/8"x7/32" 06B1 15 493 4581 8 485 52,5 6 35 85 075 80 M6x1 65 0,28
RHR111RD38 10-120  3/8"x7/32" 06B2 15 493 4581 8 485 52,5 6 35 85 075 80 Méx1 15 035
RHR111RT38 10-120  3/8"x7/32" 06B3 15 493 4581 8 485 52,5 6 35 85 075 80 M6x1 165 041
RHR111RS12 10-120  1/2"x5/16" 0881 15 655 61,09 8 485 525 6 35 85 075 80 Méx1 6,5 0,36
RHR111RD12 10-120  1/2"x5/16" 0882 15 655 61,09 8 4855 52,5 6 35 85 075 80 Méx1 13,45 0,50
RHR111RT12 10-120  1/2"x5/16" 0883 15 655 61,09 8 485 52,5 6 35 85 075 80 Méx1 204 0,64
RHR155RS38 30-280 3/8"x7/32" 06B1 15 493 4581 8 61 66 8 45 85 1,75 100 M8x125 65 045
RHR155RD38 30-280  3/8"x7/32" 06B2 15 493 4581 8 61 66 8 45 85 175 100 M8x1,25 115 052
RHR155RT38 30-280 3/8"x7/32" 06B3 15 493 4581 8 61 66 8 45 85 1,75 100 M8x1,25 16,5 0,58
RHR155RS12 30-280  1/2"x5/16" 08B1 15 655 61,09 8 61 66 8 45 85 175 100 M8x1,25 65 0,52
RHR155RD12 30-280 1/2"x5/16" 08B2 15 655 61,09 8 61 66 8 45 85 1,75 100 M8x1,25 13,45 0,67
RHR155RT12 30-280  1/2"x5/16" 0883 15 655 61,09 8 61 66 8 45 85 175 100 M8x1,25 204 0,81
RHR155RS58 30-280  5/8"x3/8" 10B1 15 83 7336 8 61 66 8 45 85 1,75 100 M8x125 85 0,67
RHR155RD58 30-280  5/8"x3/8" 10B2 15 83 7336 8 61 66 8 45 85 175 100 M8x1,25 16,75 0,97
RHR155RT58 30-280  5/8"x3/8" 10B3 15 83 7336 8 61 66 8 45 85 175 100 M8x1,25 25 126
RHR155RS34 30-280 3M4"x7/16" 12B1 15 998 9163 8 61 66 8 45 85 1,75 100 M8x125 85 0,87
RHR155RD34 30-280 3/4"x7/16" 12B2 15 998 9163 8 61 66 8 45 85 1,75 100 M8x1,25 18,25 1,39
RHR155RT34 30-280  3/4"x7/16" 12B3 15 998 9163 8 61 66 8 45 85 175 100 M8x125 28 1,88

RHR188RS12 50-500  1/2"x5/16" 0881 15 655 61,09 10 75 80 105 58 85 375 100 Mi10x1,5 65 081
RHR188RD12 50-500  1/2"x5/16" 0882 15 655 61,09 10 75 80 105 58 85 375 100 Mi0x1,5 13,45 0,95
RHR188RT12 50-500  1/2"x5/16" 0883 15 655 61,09 10 75 80 10,5 58 85 375 100 Mi0x1,5 204 1,10
RHR188RS58 50-500  5/8"x3/8" 10B1 15 83 7336 10 &) 80 105 58 85 375 100 Miox1,5 85 097
RHR188RD58 50-500 5/8" x3/8" 10B2 15 83 7336 10 75 80 10,5 58 85 375 100 M10x1,5 16,75 1,26
RHR188RT58 50-500  5/8"x3/8" 10B3 15 83 7336 10 75 80 105 58 85 375 100 M10x1,5 25 1,55
RHR188RS34 50-500  3/4"x7/16" 12B1 15 998 9163 10 75 80 105 58 85 375 100 Miox15 85 1,17
RHR188RD34 50-500  3/4"x7/16" 12B2 15 998 9163 10 75 80 105 58 85 375 100 M10x1,5 18,25 1,67
RHR188RT34 50-500  3/4"x7/16" 12B3 15 998 91,63 10 75 80 105 58 85 375 100 Miox1,5 28 2,17

RHR188RS1 50-500 1"x17mwm 16B1 13 117 1061 10 75 80 105 58 85 375 100 M1ox1,5 10 1,59
RHR188RD1 50-500 1"x17mwm 16B2 12 109 9814 10 75 80 105 58 85 375 100 MIOx1,5 273 2,26
RHR188RT1 50-500 1"x17m\m 16B3 12 109 98,14 10 75 80 10,5 58 85 375 100 M10x1,5 433 3,07

RHR277RS58 80-1200  5/8"x3/8" 10B1 15 83 7336 12 102 110 15 78 105 475 130 M12x1,75 85 2,08
RHR277RD58 80-1200  5/8"x3/8" 10B2 15 83 733 12 102 110 15 78 105 475 130 M12x1,75 16,75 2,36
RHR277RT58 80-1200 5/8"x3/8" 10B3 15 83 7336 12 102 110 15 78 105 475 130 Mi2x1,75 25 265
RHR277RS34 80-1200 3/4"x7/16" 12B1 15 998 9163 12 102 110 15 78 105 475 130 Mi12x1,75 85 228
RHR277RD34 80-1200 3/4"x7/16" 12B2 15 998 9163 12 102 110 15 78 105 475 130 Mi12x1,75 18,25 2,78
RHR277RT34 80-1200 3/4"x7/16" 12B3 15 998 9163 12 102 110 15 78 105 475 130 Mi2x1,75 28 3,27
RHR277RS1 80-1200 1"x17m\m 16B1 13 117 1061 12 102 110 15 78 105 475 130 Mi2x1,75 10 2,70
RHR277RD1 80-1200 1"x17mwm 16B2 12 109 9814 12 102 110 15 78 105 475 130 Mi12x1,75 27,3 337
RHR277RT1 80-1200 1"x17m\m 16B3 12 109 98,14 12 102 110 15 78 105 475 130 Mi12x1,75 433 4,17
RHR277RD114  80-1200 1"1/4x3/4" 20B2 9 108 9284 12 102 110 15 78 105 475 130 Mi2x1,75 29,5 3,32
RHR277RD112  80-1200  1"1/2x1" 24B2 9 1264 1114 12 102 110 15 78 105 475 130 Mi12x1,75 40,5 4,45

Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com 27



2017 Top sellers ZETASASSI® Genuine and original products B2B www.zetasassi.com Made in ltaly Consegna - Delivery 12/24h

ZETASASSI®

oarakhGzs TENDICATENA ROTANTE AUTOMATICO TIPO RHB  pstente viker sicerro
b0 AUTOMATIC ROTARY CHAIN TENSIONER RHB TYPE Made n Haly

Tendicatena automatici rotanti a gomma RHB - P
costituiti da leva, base ecoperchio in una
speciale lega di alluminio robustissima, con un
carico di rottura di 440MPa. Completamente
smontabili hanno angolo utile di tensionatura
30° in entrambi i sensi di rotazione. Forniti , -
di pignone tendicatena folle e cuscinetti con |
doppia schermatura.

)
o
1

- NEWTON

HEIEAE A
0
F———1
OO
| I |
I |
[

0

RHB automatic rotating chain tensioners with
rubber, consisting of a lever, base and lid in
a special, very sturdy antiseize aluminium
alloy with tensile strength of 440MPa. These

tensioners can be entirely disassembled and i E

have a tensioning angle of 30° in both directions = ———

of rotation. Equipped with idle chain tensioner \ o @ @
pinion and double-shielded bearings. ! E e e |

Newton chain
RHB111RS38  10-120 3/8"x7/32" 06B1 15 8 485 525 6 35 85 0,75 Mi10x1,5 80 M6x1 155-215 45 0,31
RHB111RS12  10-120 1/2"x5/16" 08B1 15 8 485 525 6 35 85 0,75 Mi0x1,5 80 M6x1 155-215 45 0,38

RHB155RS38  30-280 3/8"x7/32" 06B1 15 8 61 66 8 45 85 175 MiOx1,5 100 M8x1,25 185-345 55 048
RHB155AC38D 30-280 3/8"x7/32" 06B2 21 8 61 66 8 45 85 1,75 M10x1,5 100 M8x1,25 23-30 55 0,72
RHB155RS12  30-280 1/2"x5/16" 08B1 15 8 61 66 8 45 85 1,75 M10x1,5 100 M8x1,25 18,5-345 55 0,55
RHB155AC12D 30-280 1/2"x5/16" 08B2 16 8 61 66 8 45 85 1,75 MI10x1,5 100 M8x1,25 23-30 55 0,79
RHB155RS58  30-280 5/8"x3/8" 10B1 15 8 61 66 8 45 85 1,75 Mi12x1,75 100 M8x1,25 215-305 55 0,72
RHB155RS34  30-280 3/4"x7/16" 12B1 15 & 61 66 8 45 85 175 Mi12x1,75 100 M8x1,25 215-305 55 0,92

RHB188AC38S 50-500 3/8"x7/32" 06B1 21 10 75 80 105 58 85 3,75 Mi2x1,75 100 M10x1,5 236-394 70 0,90
RHB188AC38D 50-500 3/8"x7/32" 06B2 21 10 75 80 105 58 85 3,75 M10x1,5 100 M10x1.,5 22-42 70 1,02
RHB188AC125 50-500 1/2"x5/16" 0881 16 10 75 80 105 58 85 3,75 Mi2x1,75 100 M10x1,5 236-394 70 093
RHB188AC12D 50-500 1/2"x5/16" 0882 16 10 75 80 105 58 85 3,75 MI0x1,5 100 M10x1,5 22-42 70 1,09
RHB188AC58S 50-500 5/8"x3/8" 10B1 17 10 75 80 105 58 85 375 Mi2x1,75 100 M10x1,5 236-394 70 1,12
RHB188AC58D 50-500 5/8"x3/8" 10B2 17 10 75 80 105 58 85 375 Mi2x1,75 100 M10x1,5 245-385 70 1,61
RHB188AC34S 50-500 3/4"x7/16" 1281 15 10 75 80 105 58 85 3,75 M12x1,75 100 M10x1,5 236-394 70 123
RHB188AC34D 50-500 3/4"x7/16" 12B2 15 10 75 80 105 58 85 375 Mi2x1,75 100 M10x1,5 26,5-365 70 1,85
RHB188AC1S  50-500 1"x17m\m 16B1 12 10 75 80 105 58 85 3,75 Mi12x1,75 100 M10x1,5 23,25-39,75 70 1,50
RHB188AC114S 50-500 1"1/4x3/4" 2081 9 10 75 80 105 58 85 3,75 Mi12x1,75 100 M10x1,5 2325-39,75 70 1,47

RHB277AC38S 80-1200 3/8"x7/32" 06B1 21 12 102 110 15 78 105 4,75 M12x1,75 130 M12x1,75 30,6-644 90 2,02
RHB277AC38D 80-1200 3/8"x7/32" 06B2 21 12 102 110 15 78 105 475 M10x1,5 130 Mi12x1,75  29-67 90 212
RHB277AC12S 80-1200 1/2"x5/16" 08B1 16 12 102 110 15 78 105 475 M12x1,75 130 M12x1,75 306-644 90 2,04
RHB277AC12D 80-1200 1/2"x5/16" 0882 16 12 102 110 15 78 105 475 M10x1,5 130 Mi12x1,75  29-67 90 220
RHB277AC58S 80-1200 5/8"x3/8" 10B1 17 12 102 110 15 78 105 475 Mi12x1,75 130 M12x1,75 306-644 90 224
RHB277AC58D 80-1200 5/8"x3/8" 10B2 17 12 102 110 15 78 105 4,75 Mi12x1,75 130 M12x1,75 31,5-635 90 273
RHB277AC34S 80-1200 3/4"x7/16" 12B1 15 12 102 110 15 78 105 475 Mi2x1,75 130 M12x1,75 30,6-644 90 234
RHB277AC34D 80-1200 3/4"x7/16" 12B2 15 12 102 110 15 78 105 4,75 M12x1,75 130 M12x1,75 335-61,5 90 297
RHB277AC1S  80-1200 1"x17m\m 16B1 12 12 102 110 15 78 105 475 M12x1,75 130 M12x1,75 30,25-64,75 90 2,62
RHB277AC114S 80-1200 1"1/4x3/4" 2081 9 12 102 110 15 78 105 475 Mi12x1,75 130 M12x1,75 30,25-64,75 90 2,59
RHB277AC112S 80-1200 1"1/2x1" 2481 9 12 102 110 15 78 10,5 4,75 Mi12x1,75 130 M12x1,75 30,25-64,75 90 3,14
RHB277AC134S 80-1200 1"3/4x1"1/4 2881 9 12 102 110 15 78 105 4,75 Mi12x1,75 130 M12x1,75 30,25-64,75 90 4,13
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. [ ZETASASSI®

STAFFA DI SUPPORTO PER TENDITORI ROTANTI RH  autnentic Maker since1979
SUPPORTING BRACKETS FOR RH ROTARY TENSIONERS [faie sty

- F -

Staffe di supporto in acciaio zincato, per

tenditori rotanti a gomma modello RH. e !
Supporting brackets in galvanized steel for \ I,/ a
rotating tensioners in rubber model RH. T c
1 ‘ I 1 ,/‘

code A B 0C | L M Ka - 5 -
ABSRH111 45 27 65 30 445 4 30 155 75 7 75 0.08 [ U R
ABSRH155 55 34 85 32 565 5 40 175 75 7 75 0.14 ! ﬂ U
ABSRH188 70 43 105 38 72 6 50 21 8 9 10 0.27 1 N L

§ 65 255 155 11 125 0.63 ! ;

ABSRH277 90 57 125 52 96
ZETASASSI®

STAFFE DI PRECARICO PER TENDITORI ROTANTI RH  autnentic Maker since1979
PRELOADS BRACKETS FOR RH ROTARY TENSIONERS Madeiny

Precarichi e sistemi di sicurezza . o
antirotazione in acciaio zincato, per R =0
tenditori rotativi a gomma modello RH. éﬁg\l{\,} Ty I
Da utilizzare in caso di montaggio su -t ':‘
superfici non perfette o irregolari. = - /
_ _ B /// L 7
Preloads and antirotation safety N\ E
. : , code A D \
systems in galvanized steel for rotating 1 [ |
tensioners in rubber model RH. To be  "RERHTTT 36 30 7 4 6 23 30 004 o l\. ,-l /
used when installing the tensionerson  PRERH155 46 36 7 4 74 28 35 0.06 F \\\\ s /
imperfect or irregular surfaces. PRERH188 59 48 9 6 98 36 48 015 1 N— 1
PRERH277 79 60 11 6 123 50 60 0.24 ' T -

GOMMINO PER TENDITORI ROTANTI RH T

RUBBER FOR RH ROTARY TENSIONERS ol

code mod.

GOMMINOT11  RH111
GOMMINO155  RH155
GOMMINO188 RH188
GOMMINO277 RH277 ~ COMPLETAMENTE SMONTABILI

CAN BE ENTIRELY DISASSEMBLED

ZETASASSI®

YETASASES], ISTRUZIONI TENDITORI ROTANTI RH Authentic Maker since1979
. el RH ROTARY TENSIONERS INSTRUCTIONS Made in taly
Per tutti i tenditori serie RH , anche composti da pulegge e\o testa i polietilene. =
Allentare bullone A. T '
Ruotare corpo B (con chiave inglese, chiave fissa o pinza C) fino a raggiungere la tensione desiderata. C 6\
Serrare il bullone A senza rilasciare corpo B. % (m@ -
Liberare corpo B. ’ // /
&)
7 A /
For all RH tensioners, also with pulleys or with polyethylene heads. ‘ % -3
Loosen the bolt A. ,\ Q"’i
Rotate the body B ( with adjustable spanner, or fix key or a pliers C) as much as to get the right tension. 'f 16/
Tighten the bolt A without release the body B. ‘|‘ > a
Release the body B. / A
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ZETASASSI®

ISTRUZIONI TENDITORI ROTANTI Authentic Maker since1979

ROTARY TENSIONERS INSTRUCTIONS Made in ftaly

I tenditori rotanti automatici devono:

- Essere montati sul tratto lento della catena o cinghia di trasmissione .

- Nel punto piti vicino possibile alla ruota conduttrice.

- Se possibile all'esterno della catena o cinghia. Possono essere montati anche all'interno con spinta della trasmissione verso I'esterno (figura D).

- Essere montati in maniera tale che la leva sia concorde con la direzione della trasmissione montaggio corretto figura A-C-D, montaggio non corretto figura B-E.

- In un tratto molto lunga da tensionare si possono montare anche pitl tenditori.

- Dopo aver posizionato il tenditore & possibile regolare il precarico sulla trasmissione girando il perno esagonale (chiave da 27m\m), che fa corpo unico con la base inferiore, si notera che la leva stara
ferma contro la trasmissione, mentre la base girera, cosi facendo si agira sul precarico delle molle interne, regolabile grazie alle tacche di riferimento.

- In caso di trasmissione alternata o reversibile ( figura C ) & necessario montare due tenditori, perché quando il moto sara alternato la parte lenta della catena o della cinghia diventera quella in
tensione e viceversa. E' importante in questo metodo di montaggio, installare il tenditore in maniera che quando la catena o cinghia sia al massimo della tensione il tenditore non sia a fine corsa,
ma abbia ancora almeno 5° 0 10° di corsa.

- Possono essere montati sia da interno che da esterno, vedi metodi di montaggio.

- Le basi inferiori dei tenditori rotanti hanno delle asole per impedire la rotazione (figura | Asole L), si utilizzano di rado, ma nel caso in cui ci fosse I'estrema necessita di utilizzarle, tipo in caso di
montaggio su superfici non perfette o irregolari, si dovra considerare:

1 Lutilizzo della spina di bloccaggio

2 La posizione della spina deve essere tale da considerare I'inclinazione del tenditore e il giusto precarico.

3 Con I'allungarsi della trasmissione il tenditore calera la tensione, e a causa della spina di antirotazione non potra essere ricaricato, quindi creare piti punti di posizionamento per la spina, sfruttando
il fatto che il sistema di antirotazione prevede due o tre asole, infatti sara possibile sfruttare diametri, angolazioni e posizioni differenti, bastera spostare la spina nella nuova posizione di precarico.

Tendicatena

La scelta tra pattino in polietilene o il pignone tendicatena varia a seconda della velocita della catena, della temperatura di utilizzo creata dall’attrito e dalla temperatura esterna alla trasmissione.

Quando necessita I'uso del pignone tendicatena tenere presente, per il posizionamento ideale, di inserire almeno tre rulli della catena nei denti del pignone come in figura Z, e che la distanza tra la

ruota di trasmissione pit vicina e il primo dente ingranato nel pignone tendicatena deve essere almeno di 4/6 maglie, a seconda della grandezza della catena.

Pattino tendicatena (testa di tensionatura)

Per scegliere la testa di tensionatura per la catena e la posizione corretta di montaggio, bisogna far si che la catena lavori su pit rulli possibili; quindi a seconda della lunghezza e dell'angolo di sviluppo

della trasmissione si potra scegliere se testa TONDA , testa OVALE oppure pattino tipo PAT per avere il massimo avvolgimento della catena. Si consiglia di utilizzare le teste modello OVALE o pattini

PAT che grazie al loro raggio di lavoro migliorano I'appoggio e lo scarico d'attrito, mantenendo la trasmissione di minor lunghezza, quindi minor temperatura e minore usura sia del pattino che della

catena (figure F -G -H).

Automatic rotating tensioners must be:

- installed on the slack section of the transmission chain or belt.

- positioned as near as possible to the drive wheel.

- installed, if possible, on the outside of the chain or belt. They can also be installed on the inside, with the thrust of the transmission outward (figure D).

- installed in such a way that the lever faces in the direction of the transmission assembly. Figures A-C-D show correct assembly; figures B-E show erroneous assembly.

- If the section to be tensioned is very long, several tensioners can be installed.

- After positioning the tensioner, the preload on the transmission can be adjusted by turning the hexagonal rod (using a 27mm wrench). The rod is part of the bottom of the base and it should be noted
that the lever does not move against the transmission, while the base rotates, and in this way acts on the preload of the internal springs, adjustable also thanks to the reference notches.

- In case of alternate or reversible transmission (figure C), it is necessary to install two tensioners, because when motion is alternated the slack portion of the chain or belt will become the tensioned
part and vice versa. It is important, in this method of assembly, to install the tensioner so that when the chain or belt is at the maximum tension the tensioner is not at the end of its stroke but has at
least 5° or 10° of residual stroke.

- The tensioners can be installed either from the inside or from the outside, see assembly methods.

- The base bottoms of the rotating tensioners are equipped with slots to prevent rotation (figure I, slots L). These are rarely used, but in case of extreme need fo use them, such as in case of installation
on imperfect or irregular surfaces, it is important to consider:

1The use of the blocking pin

2The position of the pin needs to take into account the tilt of the tensioner and proper preload.

3With the elongation of the transmission the tension will decrease and due to the antirotation pin, the tensioner will not be reloaded. So it will be necessary to create several positioning points for the
pin. In fact, it will be possible to take advantage of different diameters, angles and position by simply moving the pin to the new preload position.

Chain tensioner

The choice between the shoe in polyethylene or the chain tensioning pinion will depend on the speed of the chain, the amount of heat generated by friction and the temperature external to the
transmission. When it is necessary to use the chain tensioning pinion, bear in mind that, for ideal positioning, there should be at least three rollers of the chain in the teeth of the pinion as shown in
figure Z, and that the distance between the nearest wheel of transmission and the first tooth geared into the chain tensioning pinion should be at least 4/6 links, depending on the size of the chain.

Chain tensioning shoe (tensioning head)

To select the tensioning head for the chain and the correct position for installation, it is necessary to have the chain work on as many rollers as possible; therefore, depending on the length and the angle
of development of the transmission, you can choose between the ROUND head, the OVAL head or the shoe type PAT to ensure maximum take-up of the chain. We recommend using the head model
OVAL or shoe model PAT that, thanks to their radius of operation, improve the contact and discharge of friction, maintaining the transmission as short as possible, thus achieving lower temperature
and less wear of both the shoe and the chain (figures F -G -H ).

30 Prezzi - Disponibilita - Disegni CAD 2D & 3D Gratuiti  Prices - Availability - Free drawings 2D & 3D CAD www.zetasassi.com



2017 Top sellers Z

Tendicatena lineari regolabili TF
costituiti da leva in mescola di
alluminio dove viene fissato il pattino
tendicatena in polietilene 1°'000°000
UHMW, montaggio tramite spine
d’acciaio nell'incastro a sezione ad U
della leva.

TF linear adjustable chain tensioners
consisting of a lever in aluminium
compound on which a chain tensioning
shoe in polyethylene 1,000,000 UHMW
is fastened by means of steel plugs
fitted in the U-shaped cross-section of

TENDICATENA LINEARI REGOLABILI TIPO TF

LINEAR ADJUSTABLE CHAIN TENSIONERS TF TYPE

the lever.

code
oval round
TF10U TF1TU < 1/2"x5/16"
TF1038S  TF1T38S 3/8" x 7/32" 06B1
TF1038D  TF1T38D 3/8" x 7/32" 06B2
TF1T38T 3/8" x 7/32" 06B3
TF1012S  TF1T12S 1/2" x 5/16" 08B1
TF1012D  TF1T12D 1/2" x 5/16” 08B2
TF1T12T 1/2" x5/16” 08B3
TF2058S  TF2T58S 5/8" x 3/8" 10B1
TF2058D  TF2T58D 5/8"x 3/8” 10B2
TF2T58T 5/8"x 3/8" 10B3
TF2034S  TF2T34S 3/4" x 716" 12B1
TF2034D  TF2T34D 3/4" x 716" 12B2
TF2T34T 3/4"x 716" 12B3
TF301S TF3T1S 1"x17 m\m  16B1
TF3T1D 1"x17 m\m  16B2
TF3TIT 1"x17 m\m  16B3
TF30114S  TF3T114S  1"1/4x 3/4" 20B1
TF3T114D  1"1/4x 3/4” 20B2
TF30112S  TF3T112S 1"1/2x1"  24B1
TF3T112D 1"1/2x1"  24B2

70
70
70
70
70
70
70

90
90
90
90
90
90

110
110
110
110
110
110
110

34
34
34
34
34
34
34

44
44
44
44
44
44

54
54
54
54
54
54
54

15,25
15,25
15,25
15,25
15,25
15,25
15,25

18,5
18,5
18,5
18,5
18,5
18,5

18,25
18,25
18,25
18,25
18,25
18,25
18,25

62,5
62,5
62,5
62,5
62,5
62,5
62,5

73,5
135
73,5
73,5
73,5
73,5

70,5
70,5
70,5
70,5
70,5
70,5
70,5

10,5
10,5
10,5
10,5
10,5
10,5
10,5

12,5
12,5
12,5
12,5
12,5
12,5

12,5
12,5
12,5
12,5
12,5
12,5
12,5

40
40
40
40
40
40
40

50
50
50
50
50
50

60
60
60
60
60
60
60

-
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ZETASASSI®
Authentic Maker since1979
Made in Italy

30
30
30
30
30
30
30

35
35
35

20
20
20
26
20
20
34,5

22
25
41,5

15
10
10
13
10
10
17,3

17,5
12,6
20,8
1
15
245

20
23
39
12,5
27
12,5
35,5

100
100
100
100
100
100
100

120
120
120
120
120
120

140
140
140
140
140
140
140
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0,16
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0,56
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0,46
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P ZETASASSI®

RULLI TENDICINGHIA TIPO PU A
IDLER ROLLERS PU TYPE Made in Italy

Rulli tendicinghia folli completi di
cuscinetti a doppia schermatura.
Disponibili in alluminio, acciaio zincato E ; R,
0 materiale plastico.

Idle belt tensioner rollers with double-

shielded bearings. Available in ‘ |
aluminium, galvanized steel or plastic M [I ]
material.

D1 P

bearings material
PU3035AC 30 3% 25 132 132 137 45 M8x1,25 6082RS ACCIAIO ZINCATO-GALVANIZED STEEL 0, 14
PU3035AL 30 3% 25 132 132 137 45 M8x1,25 6082RS ALLUMINIO-ALUMINIUM 0,09
PU3035NY 30 3% 25 132 132 13,7 45 M8x1,25 6082RS NYLON 0,07
PU4045NY 40 45 6 16 16 16 60 M10x1,5  62002RS NYLON 0,17
PU5050AC 50 50 25 18 10 13 60 Mi2x1,75 62012RS ACCIAIO ZINCATO-GALVANIZED STEEL 0,63
PU5050AL 50 50 25 18 10 13 60 Mi12x1,75 62012RS ALLUMINIO-ALUMINIUM 0,32
PU5050NY 50 50 25 18 10 13 60 Mi2x1,75 62012RS NYLON 0,22
PU6060AC 60 60 25 18 10 18 75 M12x1,75 62012RS ACCIAIO ZINCATO-GALVANIZED STEEL 1,14
PUB0BOAL 60 60 25 18 10 18 75  M12x1,75  62012RS ALLUMINIO-ALUMINIUM 0,54
PUGOGONY 60 60 25 18 10 18 75 Mi2x1,75  62012RS NYLON 0,29
PU8OBOAC 80 80 25 36 12 14 75  Mi12x1,75  63012RS ACCIAIO ZINCATO-GALVANIZED STEEL 2,69
PUS08OAL 80 80 25 36 12 14 75 Mi2x1,75 63012RS ALLUMINIO-ALUMINIUM 1,14
PUB0BONY 80 80 25 36 12 14 75  M12x1,75 63012RS NYLON 0,62
PUB090AC 80 90 25 24 12 17 100 M12x1,75 63012RS ACCIAIO ZINCATO-GALVANIZED STEEL 3,13
PUB090AL 80 90 25 24 12 17 100 M12x1,75 63012RS ALLUMINIO-ALUMINIUM 1,30
PUBO9ONY 80 9 25 24 12 17 100 M12x1,75 63012RS NYLON 0,69
PU8B09ONYM20 80 90 9 32 32 252 110 M20x2,5 630422 ACCIAIO ZINCATO-GALVANIZED STEEL 1,18
PUB070NYM20 80 70 26 29 15 252 110 M20x2,5 630422 ALLUMINIO-ALUMINIUM 1,00

PUB07ONYM20C 80 70 9 29 15 222 90 M20x2,5 630427 NYLON 1,00

PIGNONI TENDICATENA TIPO AC in AcCiaio C45  aupert iso® o

1) Ny =2~ o IDLER SPROCKETS TYPE AC made in Steel C45 eIty

- A 0l .
- B AC385* 3/8"x7/32" 06B1 21 68 639 53 183 16702 203 KRRAHO02 0,145
E_ AC12SZ14 1/2"x5/16" 08B1 14 61,8 57,07 7,2 183 16 )% 203KRRAH02 0,16
— AC12S*  1/2"x5/16" 08B1 16 69,5 651 7,2 183 16 )% 203KRRAH02 0,17
— AC12S718 1/2"x5/16” 08B1 18 77,8 73,14 7.2 183 16 3’5 203KRRAH02 0,19
] w AC58S* 5/8"x3/8" 10B1 17 93 86,39 9,1 183 16 7% 203 KRRAH02 0,365
= E AC34SZ13  3/4"x7/16" 12B1 13 87,5 79,59 11,1 183 16 )25 203 KRRAH02 0,43
- @ pAC34s* 3/4"x7/16" 12B1 15 99,8 91,63 11,1 18,3 16 7’5 203 KRRAH02 0,475
E* AC1S* 1"x17m\m 16B1 12 109 98,14 16,2 17,7 207, 204 KRR 0,73
AC114S 1"1/4x3/4" 20B1 9 108 92,84 18,5 17,7 20 7, 204 KRR 0,70
AC112S 1"1/2x1" 24B1 9 1264 1114 241177 2070, 204 KRR 1,24
KIT AC134S 1"3/4x1"1/4 28B1 9 1484 12996 29,4 17,7 207, 204 KRR 2,25
A AC38D 3/8"x7/32" 06B2 21 68 639 154 18 107, N°26200-2RS 0,32
N E AC12D 1/2"x5/16" 0882 16 69,5 651 21 18 107, N°26200-2RS 0,38
§ACSBD 5/8"x3/8" 10B2 17 93 86,39 255 20 127, N°26201-2RS 0,87
‘ T — ! AC34D 3/4"x7/16" 1282 15 99,8 9163 30,3 24 1273, N°26301-2RS 1,11

“:ﬂ C *Disponibilie anche in acciaio inox - Also available in stainless steel ( code + inox es.=AC38SINOX )

'
=

_ B _
code A B G
KIT1* 35 16 16 12x1,75

KIT2* 40 17,56 195 12x1,75
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«/7=7v3v77)  PIGNONI TENDICATENA TIPO RS RD RT in ACCiaio C45  aunentc Maker sinceioro

IDLER SPROCKETS TYPE RS RD RT made in Steel C45 tade titialy

B D Bearings
RS38 3\8" X 7\32" 06B1 15 493 4581 53 9 X X X 10 Ifm 62002RS 0,06
RD38 3\8" X7\32" 06B2 15 493 4581 53 9 40 6  M10x1,5 10 T{EM 6200 2RS 0,17
g RT38 3\8"X7\32" 06B3 15 493 4581 53 9 50 6  M10x1,5 10 fgzm 6200 2RS 0,23
KRS38M10X55 3\8" X7\32" 06B1 15 493 4581 53 9 55 6 M10x1,5 0% = 6200 2RS 0,13
KRD38M10X55 3\8" X7\32" 06B2 15 493 4581 53 9 55 6  M10x1,5 10 T£01 62002RS 0,19
KRT38M10X70 3\8" X7\32" 06B3 15 493 4581 53 9 70 6  M10x1,5 10 25 62002RS 0,26
RS12 1\2" X5\16" 08B1 15 655 6109 72 9 X X X 10 _*[fm 6200 2RS 0,14
RD12 1\2" X5\16” 08B2 15 655 6109 72 9 45 6  M10x1,5 10 _*Qfm 6200 2RS 0,32
e RT12 12" X5\16” 08B3 15 655 6109 72 9 60 6  M10x1,5 10 _*[fm 6200 2RS 0,46
KRS12M10X60 1\2” X5\16” 08B1 15 655 6109 72 9 60 6  M10x1,5 10 Tffm 62002RS 0,19
KRD12M10X70 12" X5\16" 08B2 15 655 6109 72 9 70 6  M10x1,5 10 ffm 6200 2RS 0,33
KRT12M10X80 1\2" X5\16” 08B3 15 65,5 6109 72 9 80 6  M10x1,5 10 _*[fm 6200 2RS 0,49
RS58 5\8" X 3\8" 10B1 15 83 76,36 91 12 X X X 12 _*fm 6301 2RS 0,27
RD58 5\8" X3\8" 10B2 15 83 76,36 9,1 12 50 7 M12x1,75 120 6301 2RS 0,62
58" RT58 5\8” X 3\8” 10B3 15 83 76,36 9,1 12 70 7 M12x1,75 12 _*;},1 6301 2RS 0,91
KRS58M12X70 5\8" X 3\8" 10B1 15 83 76,36 9,1 12 70 7 M12x1,75 12 _*0%1 6301 2RS 0,36
KRD58M12X80 5\8"X3\8" 10B2 15 83 76,36 91 12 80 7 M12x1,75 12 _*[fm 6301 2RS 0,65
KRT58M12X90 5\8”" X 3\8" 10B3 15 83 76,36 9,1 12 90 7 M12x1,75 12 _*fm 6301 2RS 0,93
RS34 M X7\16"  12B1 15 998 9163 111 12 X X X 12 f§01 6301 2RS 047
RD34 34" X7\16” 12B2 15 998 9163 111 12 55 7 M12x1,75 12 Tfm 6301 2RS 1,04
" RT34 3" X7\16”  12B3 15 998 9163 111 12 75 7 M12x1,75 12 Ifm 6301 2RS 1,53
KRS34M12X80 34" X7\16" 12B1 15 998 9163 111 12 80 7 M12x1,75 12 _*lfm 6301 2RS 0,57
KRD34M12X90 34" X7\16" 12B2 15 998 9163 111 12 90 7 M12x1,75 12 % 6301 2RS 1,08
KRT34M12X90 34" X7\16” 12B3 15 998 9163 111 12 90 7 Mi12x1,75 12 T{fm 6301 2RS 1,56
RS1 1"X17m\m  16B1 13 117 106,12 162 15 X X X 20 _*[,D_m 6304 2RS 0,87
1" RD1 1" X17m\m  16B2 12 109 98,14 162 17,7 75 7 M12x1,75 20 %, 204 KRR2 1,63
RT1 1" X17m\m  16B3 12 109 98,14 16,2 17,7 110 7 M12x1,75 20 _*g"m 204 KRR2 2,43
1'% RD114 1"% X 3\4"  20B2 9 108 92,84 182 17,7 80 7 M12x1,75 20 _*Efm 204 KRR2 1,58
1'% RD112 1" X1" 24B2 9 1264 1114 236 17,7 100 7 M12x1,75 20 0, 204 KRR2 2,71
1'% RD134 1'% X1"%  28B2 9 1484 129,96 288 17,7 110 7 Mi2x1,75 20 _*cfm 204 KRR2 4,75
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TV PATTINI TENDICATENA TIPO PAT & KIT-PAT L .
"N CHAIN TENSIONER SHOES - PAT & KIT-PAT TYPE

PAT

Pattini  tendicatena in polietilene
1°000°000 UHMW ricavati dal pieno
con nostri CNC.

Made in Italy

Chain tensioner shoes in polyethylene
1,000,000 UHMW machined from solid
with our CNC.

code chain A B C D E Ka

PAT38
PAT12
PATS8
PAT34

3/8" x7/32" 06B1 36,6 72,8 20
1/2" x5/16" 08B1 47,7 952 25
5/8" x3/8" 10B1 62,2 1245 35
3/4"x 716" 12B1 71,3 146,6 40

85 10,2 0,02
10,5 13,9 0,04
10,5 16,6 0,08
12,5 19,5 0,13

KIT-PAT

code
KPAT38B1
KPAT38B2
KPAT38B3
KPAT12B1
KPAT12B2
KPAT12B3
KPAT58B1
KPAT58B2
KPAT58B3
KPAT34B1
KPAT34B2
KPAT34B3

chain
3/8" x 7/32"
3/8" x 7/32"
3/8" x 7/32"
1/2" x 5/16"
1/2" x 5/16”
1/2" x 5/16”"
5/8" x 3/8"
5/8" x 3/8"
5/8" x 3/8"
3/4" x 7/16"
3/4"x 7/16"
3/4" x 7/16"

0681
06B2
06B3
08B1
08B2
08B3
10B1
10B2
10B3
12B1
12B2

A B

36,6
36,6
36,6
41,7
47,7
47,7
62,2
62,2
62,2
71,3
71,3

72,8
72,8
72,8
95,2
95,2
95,2

E
10,2
10,2
10,2
13,9
13,9
13,9

124,5 16,6
124,5 16,6
124,5 16,6
146,6 19,5
146,6 19,5

L
45
45
55
60
60
70
60
70
80
80
80

M
M8x1,25
M8x1,25
M8x1,25
M10x1,5
M10x1,5
M10x1,5
M10x1,5
M10x1,5
M10x1,5

Kg.
0,05
0,06
0,08
0,10
0,14
0,18
0,14
0,23
0,31

M12X1,75 0,24
M12X1,75 0,36

12B3 71,3 146,6 19,5 100 M12X1,75 0,49

TA OVAL HEAD

Pattini tendicatena in polietilene
1'000'000 UHMW ricavati dal pieno
con nostri CNC.

TA ROUND HEAD

Chain tensioner shoes in polyethylene
1,000,000 UHMW machined from solid
with our CNC.

SPARE PARTS-GENUINE AND ORIGINAL ZETASASSI® HEAD

TO OVAL HEAD

o
£

.TO ROUND HEAD
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ZETASASSI®

_.1. m ZET, -‘ 7Y 777 NUOVI PRODOTTI 2017 COMPLETAMENTE IN ACCIAIO INOX  authentic Maker since1979

a-ﬁ- ﬂ

Tendicatena automatici lineari e rotanti a molla
SS completamente in acciaio inox, hanno la
base ricavata dal pieno in AISI 304, boccole
PTFE per lo scorrimento dei perni e tutte le parti
meccaniche e di serraggio in acciaio inox AlSI
304/316, le molle in AISI 302.

SS automatic linear and rotary spring-action
chain tensioners, completely in stainless steel
has the base machined from solid AISI 304,
PTFE bushings for rod glide and all mechanical
parts and fasteners in AISI 304/316, springs in
AlISI 302.

TC-SS

NEW 2017 FULL STAINLESS STEEL PRODUCTS

Mod dep. - Pat pending

Made in Italy

Full Stainless steel

FILE ETBASE-SS

TC-SS
Mod dep. - Pat pending

ZETASASSI®
Authentic Maker since1979
Made in Italy

2017-2018 NUOVI MODELLI RH
NEW 2017-2018 RH MODELS

TACCHE DI RIFERIMENTO
REFERENCE NOTCHES

NUOVA FORATURA
NEW HOLES
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